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Novelties 2014

Following the great success already obtained with Down and Aplis, a size 40mm and 
120 mm are added. Highly efficient due to the state-of-the-art optics for different light 
sources, these new spotlights are synonym of total glare control and balanced beam 
angles, enabling a great variety of applications to be contemplated. The entire Aplis 
and Down range, is also available with a trimless finish: Aplis in-Line and Down in-Line. 
Different plasterkits offer an additional choice between a shadowgap and seamless 
finish.

Combining different sizes is now also possible with our Holon newcomers: Holon 80 and 
Holon 40, the latter also available as a directional luminaire. These luminaires with their 
strong geometrical language of form will be available with warm colour LED, ensuring an 
aesthetically, pleasant illumination.

More discreet, Johto offers an indispensible lighting solution with a very low installation 
depth, providing a homogeneous and dot free illumination. It’s minimalistic form merges 
into your architecture if used as a direct lighting source, or can be hidden and used as 
indirect mood lighting, depending on the room requirements. 

Next, Onn-Wall has been updated to contain the latest LED technology and represent 
another innovative step toward efficient LED lighting, benefiting the advantages of the 
latest TIR lenses, ensuring Onn to be ready for a bright future.

And finally, one of our most recent product families: Up Outdoor and Up in-Line, 
have been expanded with miniature counterparts of the luminaires launched in 2012, 
broadening the capability to handle a variety of lighting conditions required for indoor 
and outdoor use, while staying true to the design of the original design, built to 
guarantee their IP67 protection rate.

Concepts 2014

With the importance of landscape and architectural outdoor lighting arriving at the same 
level as indoor lighting, Kreon reveals two new outdoor luminaires: Esprit and Raga.
The light cast from these luminaires, their design and the choice of material, merge 
together to form two individual luminaires, ambitioning an aesthetic signalling function, 
loyal to the values Kreon strives for.
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name

lamptype

white

black

grey

rotation/ 
inclination

visible Ø

cut-out Ø

min. depth

thickness 
boardmaterial

max. watt

drive current

symbol

gear

IP

class

orientation

required

lenses

lens optic, 10°

lens optic, 24°

lens optic, 46°

optional

driver

700mA, ON/OFF

8,4W

Installation
The mounting with the use of springs ensures a quick 
and easy installation

Aplis 40 is developed for Cree LED (2700k, CRI ≥80) light sources. Aplis 40 can be 
rotated up to 360° and tilted by 30° without compromising the recessed position of the 
lamp or the glare control. The luminaire can aim at both vertical and horizontal surfaces. 
Aplis 40 is equipped with a TIR lens holder and antiglare ring.

Construction
Schematic representation of assembly Aplis 40

Black Aplis 40 directional

Aplis 40

installation manuals: www.kreon.com

aplis 40 aplis 40 aplis 40

directional wallwasher downlight

LED 200lm LED 200lm LED 200lm

2700K, CRI≥80 2700K, CRI≥80 2700K, CRI≥80

kr957731 kr957331 kr957031

kr957732 kr957332 kr957032

kr957733 kr957333 kr957033

360°/30° 360°

50 50 50

45 45 45

100 100 100

9-18 9-18 9-18

2W 2W 2W

700mA 700mA 700mA

2 2 2

excl. excl. excl.

40 40 40

3 3 3

e e e

kr750732

kr750734

kr750736

kr752730 kr752730 kr752730
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White Aplis 120 directional

Aplis 120 is developed for lightsources ranging from 18,5 to 60W. High efficiency 
aluminium reflectors for QT12-ax, HIT-TC and Xicato LED (2700k, CRI ≥80) are easy to 
install and provide great flexibility in lighting effects to suit any project requirement. The 
standard range is equipped with an antiglare ring. Additional filters can be inserted into 
the same ring.

name

lamptype

white

black

grey

rotation/ 
inclination

visible Ø

cut-out Ø

min. depth

thickness 
boardmaterial

fitting

max. watt

voltage

drive current

symbol

gear

IP

class

UV filter

1 filter holder

orientation

required

spot reflector

flood reflector

wide flood refl.

optional

plasterkit concrete

louvre IP44

white

black

grey

driver

700mA, ON/OFF, 
20W

700mA, 1-10V, 18W

700mA, DALI, 30W

louvres & lenses

Installation
The mounting with the use of springs ensures a quick 
and easy installation

Construction
Schematic representation of assembly Aplis 120

Remarks
* For correct build-in dimensions check installation manual.

Aplis 120

installation manuals: www.kreon.com

aplis 120 aplis 120 aplis 120

directional directional directional

QT12-ax HIT-TC LED 1500lm

2700K, CRI≥80

kr957811 kr957801 kr957831

kr957812 kr957802 kr957832

kr957813 kr957803 kr957833

360°/30° 360°/30° 360°/30°

135 135 135

128 128 128

200 230 230

9-26 9-26 9-26

GY6.35 G8.5

60W 35W 18,5W

12V 230V/5kV

700mA

k X 2

excl. excl. excl.

40 40 40

3 2 3

incl.

incl. incl. incl.

e e e

kr750812 kr750802 kr750032

kr750814 kr750804 kr750034

kr750816 kr750806 kr750036

kr737612* kr737612* kr737612*

kr707406 kr707406 kr707406

kr707402 kr707402 kr707402

kr707403 kr707403 kr707403

kr772231

kr772232

kr772233

see page 18 see page 18 see page 18
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name

lamptype

white

black

grey

rotation/ 
inclination

visible Ø

cut-out Ø

 min. depth

thickness 
boardmaterial

max. watt

symbol

gear

IP

class

1 filter holder

orientation

required

spot reflector

flood reflector

wide flood refl.

optional

plasterkit concrete

**louvre  IP44

white

black

grey

LED driver

700mA, ON/OFF, 

20W

700mA, 1-10V, 20W

700mA, DALI, 30W

Remarks
* For correct build-in dimensions check installation manual.
** All connections in plenum should also be IP44.

Aplis 120

installation manuals: www.kreon.com

Aplis 120 Project Private residence Architect Serge Roose
 Location Brussels, Belgium Photographer Serge Brison

aplis 120 aplis 120

wallwasher downlight

LED 1500lm
2700K, CRI≥80

LED 1500lm
2700K, CRI≥80

kr957431 kr957131

kr957432 kr957132

kr957433 kr957133

360°

135 135

128 128

200 200

9-26 9-26

18,5W 18,5W

2 2

excl. excl.

40 40

3 3

incl.

e e

kr750032

kr750034

kr750036

kr737612* kr737612*

kr707406

kr707402

kr707403

kr772231 kr772231

kr772232 kr772232

kr772233 kr772233



12kreon 13kreon

name

lamptype

reference

rotation/
 inclination

min. depth

thickness 
boardmaterial

max. watt

drive current

symbol

gear

IP

class

orientation

required

lenses

louvre

white

black

plasterkit

no shadowgap

cut-out Ø

driver

700mA, ON/OFF, 
8,4W

Construction
Schematic representation of assembly Aplis in-line 40: 
plasterkit + luminaire + louvre.

Installation
The plasterkit can be finished easily to guarantee a 
seamless installation.

Aplis in-Line 40 is developed for Cree LED (2700k, CRI ≥80) lightsources. Aplis in-Line 40 
can be rotated up to 360° and tilted by 30° without compromising the recessed position 
of the lamp or the glare control. The luminaire can aim at both vertical and horizontal 
surfaces. Aplis in-Line 40 is equipped with a TIR lens holder and antiglare ring.

Black Aplis in-Line 40 directional no shadowgap

Aplis in-Line 40

aplis in-line 40 aplis in-line 40 aplis in-line 40

directional wallwasher downlight

LED 200lm LED 200lm LED 200lm

2700K, CRI≥80 2700K, CRI≥80 2700K, CRI≥80

kr907733 kr907333 kr907033

360°/30° 360°

100 100 100

9-14 9-14 9-14

2W 2W 2W

700mA 700mA 700mA

2 2 2

excl. excl. excl.

40 40 40

3 3 3

e e e

lens optic, 10° kr750732

lens optic, 24° kr750734

lens optic, 46° kr750736

kr707106 kr707106 kr707106

kr707122 kr707122 kr707122

kr707104 kr707104 kr707104

63 63 63

kr752730 kr752730 kr752730

installation manuals: www.kreon.com
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Aplis in-Line 120 is developed for lightsources ranging from 18,5W to 60W. High efficiency 
aluminium reflectors for QT12-ax, HIT-TC and LED (2700k, CRI ≥80) are easy to install and 
provide great flexibility in lighting effects to suit any project requirement. The standard 
range is equipped with a lens within an antiglare ring. Additional filters can be inserted 
into the same ring. The different plasterkits offer the choice between a shadowgap or a 
seamless finish.

name

lamptype

reference

rotation/ 
inclination

 min.depth

thickness 
boardmaterial

fitting

max. watt

voltage

drive current

symbol

gear

IP

class

UV filter

1 filter holder

orientation

required

spot reflector

flood reflector

wide flood refl.

louvre

white

black

louvre IP44*

white 

black

plasterkit

no shadowgap

shadowgap

cut-out Ø

plasterkit concrete

no shadowgap*

shadowgap*

optional

louvres & lenses

driver

700mA, ON/OFF, 
20W

700mA, 1-10V, 18W

700mA, DALI, 30W

Installation
The plasterkit can be finished easily to guarantee a 
seamless installation.

Construction
Schematic representation of assembly Aplis in-line 120: 
plasterkit + luminaire + louvre.

Remarks
*For correct build-in dimensions check installation manual.

White Aplis in-Line 120 directional with shadow gap

Aplis in-Line 120

installation manuals: www.kreon.com

aplis in-line 120 aplis in-line 120 aplis in-line 120

directional directional directional

QT12-ax HIT-TC LED 1500lm

2700K, CRI≥80

kr907813 kr907803 kr907833

360°/30° 360°/30° 360°/30°

200 230 230

9-26 9-26 9-26

GY6.35 G53

60W 35W 18,5W

12V 12V

700mA

k X 2

excl. excl. excl.

40 40 40

3 2 3

incl.

incl. incl. incl.

e e e

kr750812 kr750802 kr750032

kr750814 kr750804 kr750034

kr750816 kr750806 kr750036

kr707206 kr707206 kr707206

kr707222 kr707222 kr707222

kr707406 kr707406 kr707406

kr707402 kr707402 kr707402

kr707204 kr707204 kr707204

kr707208 kr707208 kr707208

144 144 144

kr707201 kr707201 kr707201

kr707209 kr707209 kr707209

see page 18 see page 18 see page 18

kr772231

kr772232

kr772233
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name

lamptype

reference

white

black

rotation

 min.depth

thickness 
boardmaterial

max. watt

symbol

gear

IP

class

1 filter holder

orientation

required

spot reflector

flood reflector

wide flood refl.

louvre

white

black

louvre IP44*

white

black

plasterkit

no shadowgap

shadowgap

cut-out Ø

plasterkit concrete

no shadowgap

shadowgap

optional

driver

700mA, ON/OFF, 
20W

700mA, 1-10V, 18W

700mA, DALI, 30W

Remarks
* All connections in plenum should also be IP44.
** For correct build-in dimensions check installation manual.

Aplis in-Line 120

installation manuals: www.kreon.com

Aplis in-Line 120 Project Private residence 
 Location Belgium Photographer Serge Brison

aplis in-line 120
wallwasher

aplis in-line 120
downlight

LED 1500lm
2700K, CRI≥80

LED 1500lm
2700K, CRI≥80

kr907133

kr907431

kr907432

360°

200 200

9-26 9-26

18,5W 18,5W

2 2

excl. excl.

40 40

3 3

incl.

e e

kr750032

kr750034

kr750036

kr707206 kr707206

kr707222 kr707222

kr707406

kr707402

kr707204 kr707204

kr707208 kr707208

144 144

kr707201** kr707201**

kr707209** kr707209**

kr772231 kr772231

kr772232 kr772232

kr772233 kr772233
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kr750800 softening lens

kr750400 IR filter
 blocks thermal radiation from light beam

 applications: art galleries
  bookshops
  food and delicacies

kr750500 skintone filter
 corrects green and yellow spectrum 
 light correction: 3200°K to 2500°K

 applications: hospitality
  restaurants

 

kr750600 daylight converter 
 corrects yellow and red spectrum
 light correction: 3200°K to 4400°K

 applications: modern art
  jewellery

kr750100 sculpture lens
 Use in combination with spot reflector.

kr750200 diffusing lens 
 

kr750300 UV filter
 blocks ultraviolet radiation from light beam

 applications: art galleries
  bookshops
  fashion stores
  

X-axis: wavelength (nm) visible light infrared 

Y-axis: transmission (%) maximum minimum

X-axis: wavelength (nm) blue-green yellow red

Y-axis: transmission (%) minimum medium maximum

X-axis: wavelength (nm) blue-green yellow red

Y-axis: transmission (%) maximun medium minimum

0

300

550 900

50

100

0

300

550 900

50

100

0

300

550 900

50

100

Accessories Aplis 120, Aplis in-Line 120

X-axis: wavelength (nm) UV-C (250-280) UV-B (280-315) UV-A (315-400)

Y-axis: transmission (%) blocked blocked blocked
0

50

100

300 550 900
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visible Ø
cut out Ø

kr707104 plasterkit without shadowgap 
 

visible Ø
cut out Ø

visible Ø
cut out Ø

kr707204 plasterkit without shadowgap 
 

kr707208 plasterkit with discreet shadowgap 

120

144

40

63

Aplis in-Line

120

144

Aplis in-Line 40 Aplis in-Line 120



22kreon 23kreon

name

lamptype

white

black

grey

rotation/ 
inclination

visible LxW

cut-out LxW

min. depth

thickness 
boardmaterial

max. watt

drive current

symbol

gear

IP

class

orientation

required

lenses

lens optic, 10°

lens optic, 24°

lens optic, 46°

optional

driver

700mA, ON/OFF

8,4W

Installation
The mounting with the use of springs ensures a quick 
and easy installation

Down 40 is developed for Cree LED (2700k, CRI ≥80) light sources. Down 40 can be 
rotated up to 360° and tilted by 30° without compromising the recessed position of the 
lamp or the glare control. The luminaire can aim at both vertical and horizontal surfaces. 
Down 40 is equipped with a TIR lens holder and antiglare ring.

Construction
Schematic representation of assembly Down 40

Black Down 40 directional

Down 40

installation manuals: www.kreon.com

down 40 down 40 down 40

directional wallwasher downlight

LED 200lm LED 200lm LED 200lm

2700K, CRI≥80 2700K, CRI≥80 2700K, CRI≥80

kr957781 kr957381 kr957081

kr957782 kr957382 kr957082

kr957783 kr957383 kr957083

360°/30° 360°

54x49 54x49 54x49

45x45 45x45 45x45

100 100 100

9-18 9-18 9-18

2W 2W 2W

700mA 700mA 700mA

2 2 2

excl. excl. excl.

40 40 40

3 3 3

e e e

kr750732

kr750734

kr750736

kr752730 kr752730 kr752730
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White Down 120 directional

Down 120 is developed for lightsources ranging from 18,5 to 60W. High efficiency 
aluminium reflectors for QT12-ax, HIT-TC and LED (2700k, CRI ≥80) are easy to install and 
provide great flexibility in lighting effects to suit any project requirement. The standard 
range is equipped with an antiglare ring. Additional filters can be inserted into the same 
ring.

name

lamptype

white

black

grey

rotation/ 
inclination

visible LxW

cut-out LxW

min. depth

thickness 
boardmaterial

fitting

max. watt

voltage

drive current

symbol

gear

IP

class

UV lens

1 filter holder

orientation

required

spot reflector

flood reflector

wide flood refl.

optional

plasterkit concrete

louvre IP44**

white

black

grey

driver

700mA, ON/OFF, 
20W

700mA, 1-10V, 18W

700mA, DALI, 30W

louvres & lenses

Installation
The mounting with the use of springs ensures a quick 
and easy installation

Construction
Schematic representation of assembly Down 120

Remarks
* For correct build-in dimensions check installation manual.
** All connections in plenum should be IP44 as wel.

Down 120

installation manuals: www.kreon.com

down 120 down 120 down 120

directional directional directional

QT12-ax HIT-TC LED 1500lm

2700K, CRI≥80

kr957861 kr957851 kr957881

kr957862 kr957852 kr957882

kr957863 kr957853 kr957883

360°/30° 360°/30° 360°/30°

140x136 140x136 140x136

128x128 128x128 128x128

200 200 200

9-26 9-26 9-26

GY6.35 G8.5

60W 35W 18,5W

12V 230V/5kV

700mA

k X 2

excl. excl. excl.

40 40 40

3 2 3

incl.

incl. incl.*

e e e

kr750812 kr750802 kr750032

kr750814 kr750804 kr750034

kr750816 kr750806 kr750036

kr747612* kr747612* kr747612*

kr707416 kr707416 kr707416

kr707412 kr707412 kr707412

kr707413 kr707413 kr707413

kr772231

kr772232

kr772233

see page 18 see page 18 see page 18



26kreon 27kreon

name

lamptype

white

black

grey

rotation/ 
inclination

visible LxW

cut-out LxW

 min. depth

thickness 
boardmaterial

max. watt

symbol

gear

IP

class

1 filter holder

orientation

required

spot reflector

flood reflector

wide flood refl.

optional

plasterkit concrete

**louvre  IP44

white

black

grey

LED driver

700mA, ON/OFF, 

20W

700mA, 1-10V, 20W

700mA, DALI, 30W

Remarks
* For correct build-in dimensions check installation manual.
** All connections in plenum should be IP44 as wel.

Down 120 Down 40 Project Private residence Int. Architect Interieur Labo 05
 Location Zottegem, Belgium Photographer Thomas De Bruyne – cafeïne

installation manuals: www.kreon.com

down 120 down 120

wallwasher downlight

LED 1500lm LED 1500lm

2700K, CRI≥80 2700K, CRI≥80

kr957481 kr957181

kr957482 kr957182

kr957483 kr957183

360°

140x136 140x136

128x128 128x128

200 200

9-26 9-26

18,5W 18,5W

2 2

excl. excl.

40 40

3 3

incl.

e e

kr750032

kr750034

kr750036

kr747612* kr747612*

kr707416

kr707412

kr707413

kr772231 kr772231

kr772232 kr772232

kr772233 kr772233
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name

lamptype

reference

rotation/
 inclination

min. depth

thickness 
boardmaterial

max. watt

drive current

symbol

gear

IP

class

orientation

required

louvre

white

black

plasterkit

no shadowgap

cut-out LxW

driver

700mA, ON/OFF, 
8,4W

Construction
Schematic representation of assembly Aplis in-line 40: 
plasterkit + luminaire + louvre.

Installation
The plasterkit can be finished easily to guarantee a 
seamless installation.

Down in-Line 40 is developed for Cree LED (2700k, CRI ≥80) lightsources. Down in-Line 
40 can be rotated up to 360° and tilted by 30° without compromising the recessed 
position of the lamp or the glare control. The luminaire can aim at both vertical and 
horizontal surfaces. Down in-Line 40 is equipped with a TIR lens holder and antiglare ring.

Black Down in-Line 40 directional with shadowgap

Down in-Line 40

down in-line 40 down in-line 40 down in-line 40

directional wallwasher downlight

LED 200lm LED 200lm LED 200lm

2700K, CRI≥80 2700K, CRI≥80 2700K, CRI≥80

kr907733 kr907333 kr907033

360°/30° 360°

100 100 100

9-14 9-14 9-14

2W 2W 2W

700mA 700mA 700mA

2 2 2

excl. excl. excl.

40 40 40

3 3 3

e e e

kr707116 kr707116 kr707116

kr707112 kr707112 kr707112

kr707114 kr707114 kr707114

63x63 63x63 63x63

kr752730 kr752730 kr752730

installation manuals: www.kreon.com



30kreon 31kreon

Down in-Line 120 is developed for lightsources ranging from 18,5W to 60W. High 
efficiency aluminium reflectors for QT12-ax, HIT-TC and Xicato LED (2700k, CRI ≥80) 
are easy to install and provide great flexibility in lighting effects to suit any project 
requirement. The standard range is equipped with a softening lens within an antiglare 
ring. Additional filters can be inserted into the same ring. The different plasterkits offer the 
choice between a shadowgap or a seamless finish.

name

lamptype

reference

rotation/ 
inclination

 min.depth

thickness 
boardmaterial

fitting

max. watt

voltage

drive current

symbol

gear

IP

class

UV lens

1 filter holder

orientation

required

spot reflector

flood reflector

wide flood refl.

louvre

white

black

louvre IP44*

white

black

plasterkit

no shadowgap

shadowgap

cut-out LxW

plasterkit concrete

no shadowgap**

shadowgap**

optional

louvres & lenses

driver

700mA, ON/OFF, 
20W

700mA, 1-10V, 18W

700mA, DALI, 30W

Installation
The plasterkit can be finished easily to guarantee a 
seamless installation.

Construction
Schematic representation of assembly Down in-line 120: 
plasterkit + luminaire + louvre.

Remarks
* All connections in plenum should also be IP44. 
**For correct build-in dimensions check installation manual.

White Down in-Line 120 directional

Down in-Line 120

installation manuals: www.kreon.com

down in-line 120 down in-line 120 down in-line 120

directional directional directional

QT12-ax HIT-TC LED 1500lm

2700K, CRI≥80

kr907813 kr907803 kr907833

360°/30° 360°/30° 360°/30°

200 230 200

9-26 9-26 9-26

GY6.35 G8.5

60W 35W 18,5W

12V 230V/5kV

700mA

k X 2

excl. excl. excl.

40 40 40

3 2 3

incl.

incl. incl.*

e e e

kr750812 kr750802 kr750032

kr750814 kr750804 kr750034

kr750816 kr750806 kr750036

kr707216 kr707216 kr707216

kr707212 kr707212 kr707212

kr707416 kr707416 kr707416

kr707412 kr707412 kr707412

kr707214 kr707214 kr707214

kr707218 kr707218 kr707218

144x144 144x144 144x144

kr707219 kr707219 kr707219

kr707211 kr707211 kr707211

see page 18 see page 18 see page 18

kr772231

kr772232

kr772233



32kreon 33kreon

Down in-Line 120 Project Private residence Int. Architect Marc Corbiau
 Location Brussels, Belgium Photographer Serge Brison

name

lamptype

reference

white

black

rotation

 min.depth

thickness 
boardmaterial

max. watt

symbol

gear

IP

class

orientation

required

spot reflector

flood reflector

wide flood refl.

louvre

white

black

louvre IP44*

white

black

plasterkit

no shadowgap

shadowgap

cut-out LxW

plasterkit concrete

no shadowgap

shadowgap

optional

driver

700mA, ON/OFF, 
20W

700mA, 1-10V, 18W

700mA, DALI, 30W

Remarks
* All connections in plenum should also be IP44.
** For correct build-in dimensions check installation manual.

Down in-Line 120

installation manuals: www.kreon.com

down in-line 120
wallwasher

down in-line 120
downlight

LED 1500lm
2700K, CRI≥80

LED 1500lm
2700K, CRI≥80

kr907133

kr907431

kr907432

360°

200 200

9-26 9-26

18,5W 18,5W

2 2

excl. excl.

40 40

3 3

e e

kr750032

kr750034

kr750036

kr707216 kr707216

kr707212 kr707212

kr707416

kr707412

kr707214 kr707214

kr707218 kr707218

144x144 144x144

kr707219** kr707219**

kr707211** kr707211**

kr772231 kr772231

kr772232 kr772232

kr772233 kr772233



34kreon 35kreon

120x120

144x144

visible LxW  LxB zichtbaar

cut out LxW LxB opening

kr707114 plasterkit without shadowgap 
 

visible LxW
cut out LxW

visible LxW
cut out LxW

kr707214 plasterkit without shadowgap 

kr707218 plasterkit with discreet shadowgap 

Down in-Line

40x40

63x63
120x120

144x144

Down in-Line 40 Down in-Line 120



37kreon36kreon

Holon 40 directional, is a series of directional spotlights for indoor applications. With its 
off-set positioned hinge at well above 50% of the luminaire size and despite the simple 
design, Holon 40 directional captures a minimalist but highly decorative atmosphere. 
The hinge is permanently tensioned, allowing the luminaire to remain fixed at any angle. 
Only when the luminaire is used as a simple tube for down lighting, the hinge can be 
locked. Holon 40 directional can either be recessed or surface mounted. 

Holon 40 and Holon 80 are designed for rooms that embrace its language of form but 
do not require an adjustable luminaire head. Holon 40 directional, Holon 40 and Holon 80 
are designed for use in residential applications and engineered only for LED.  Warm color 
Cree LED’s with high CRI ratings allow for aesthetically, pleasant illumination.  

Holon 40 directional black Holon 40 white

name

lamptype

white

black

Ø x H

max. watt

drive current

voltage

symbol

driver

IP

class

rotation/incl.

reflector

optional

hexagonal louvre

sculpture lens

diffusing lens

Remarks

* aluminium spined reflector

Holon 40 directional, 
Holon 40 & Holon 80

holon 40 
directional

surface mounted

holon 40
directional
recessed

holon 40 holon 80

LED 780lm LED 780lm LED 780lm LED 1420lm

2700K, CRI≥90 2700K, CRI≥90 2700K, CRI≥90 2700K, CRI≥80

kr962201 kr962211 kr962601 kr962621

kr962202 kr962212 kr962602 kr962622

45x155 45x155 45x155 80x155

8,4W 8,4W 8,4W 18,5W

700mA 700mA 700mA 700mA

12V 12V 12V 12V

2 2 2 2
excl. excl. excl. incl.

40 40 55 55

3 3 3 3

355°/90° 355°/90°

incl. 15° incl. 15° incl. 15° incl. 30°

kr762000 kr762000 kr762000 kr762001

kr762100 kr762100 kr762100 kr762101

kr762200 kr762200 kr762200 kr762201



38kreon 39kreon

Holon 40 Project Private residence    Int. Architect Minus
 Location Oostduinkerke, Belgium   Photographer Arne Jennard



40kreon 41kreon

Johto linear is a high quality lighting system based on LED for technically sophisticated interior and 

exterior light. It provides homogeneous and dot free illumination in very low installation depths. 

Johto linear can be used in applications varying from mood lighting to general lighting in office spaces, 

residential- or retail projects. The profile has a cross section of 15mm x 16mm, a maximum length of 5 

meter* and is equipped with IP67 plug in connectors at both ends**. 

The use of high quality and long living components warrant energy savings and sustainable lighting 

solutions with a long life time of over 50.000hrs.

Remarks
* max. length custom made profile = 943mm
** tolerance of ± 5mm possible.
*** trimless plasterkit is supplied pre-assembled and is inclusive of endcaps, mounting clips, wire feed and screws.

Remarks:

* only possible when you order a custom made profile or by combining 2x2m + 1m

** 4m module only available with 1 male connector

Johto linear

Johto linear module 

installation manuals: www.kreon.com

name

lamptype

reference

**dimensions

 power

voltage

IP

class

required
accessories

mounting clip

female connector,
1m cable

optional 
accessories

DALI/DMX/0-10V
controller

extension cable
2m (m+f conn.)

double sided
tape/meter

drivers

LED power supply
24V/30W

LED power supply
24V/60W

LED power supply
24V/100W

LED power supply
24V/150W

Johto linear exploded view

optional

recessed
mounting

***trimless 
plasterkit

LxWxH

min. depth.

cut-out LxW

johto module
m+f connect

johto module
m+f connect

johto module
m+f connect

johto module
m+f connect johto  end module

LED 500lm/m 
2700K CRI 85

LED 500lm/m 
2700K CRI 85

LED 500lm/m 
2700K CRI 85

LED 500lm/m 
2700K CRI 85

LED 500lm/m 
2700K CRI 85

kr974420 kr974421 kr974422 kr972429* kr974434

500x15x16 1000x15x16 2000x15x16 Lx15x16 4000x15x16

10W/m 10W/m 10W/m 10W/m 10W/m

24V 24V 24V 24V 24V

67 67 67 67 67

3 3 3 3 3

kr774001 kr774001 kr774001 kr774001 kr774001

kr774005 kr774005 kr774005 kr774005 kr774005

kr774006 kr774006 kr774006 kr774006 kr774006

kr774007 kr774007 kr774007 kr774007 kr774007

kr774008 kr774008 kr774008 kr774008 kr774008

kr490373 kr490373 kr490373 kr490373 kr490373

kr490374 kr490374 kr490374 kr490374 kr490374

kr490375 kr490375 kr490375 kr490375 kr490375

kr490376 kr490376 kr490376 kr490376 kr490376

kr774002 kr774002 kr774002 kr774002 kr774002

Lx51x39,2 Lx51x39,2 Lx51x39,2 Lx51x39,2 Lx51x39,2

50 50 50 50 50

(L+5) x32 (L+5) x32 (L+5) x32 (L+5) x32 (L+5) x32



42kreon 43kreon

Johto slimflex is a high quality linear lighting system based on LED for technically sophisticated interior 

and exterior light. It provides homogeneous and dot free illumination in very low installation depths. 

The light in Johto slimflex shines from the side of the luminaire which provides great flexibility during 

installation. 

Johto slimflex can be used in applications varying from mood lighting to general lighting in office 

spaces, residential- or retail projects. The profile has a cross section of 20,5mm x 10mm, a maximum 

length of 5 meter* and is equipped with IP67 plug in connectors at both ends**. 

The use of high quality and long living components warrant energy savings and sustainable lighting 

solutions with a long life time of over 50.000hrs.

Remarks:
* tolerance of ± 5mm possible.
** trimless plasterkit is supplied with endcaps and wire feed.

Remarks:

* only possible when you order a custom made profile or by combining 2x2m + 1m

** 4m module only available with 1 male connector

Johto slimflex

Johto slimflex module 0,5m

installation manuals: www.kreon.com

name

lamptype

reference

*dimensions

 power

voltage

IP

class

required
accessories

mounting clip

female connector,
1m cable

optional 
accessories

DALI/DMX/0-10V
controller

extension cable
2m (m+f conn.)

double sided
tape/meter

drivers

LED power supply
24V/30W

LED power supply
24V/60W

LED power supply
24V/100W

LED power supply
24V/150W

Johto slimflex exploded view

optional

recessed
mounting

**trimless 
plasterkit

LxWxH

min. depth.

cut-out LxW

johto module
m+f connect

johto module
m+f connect

johto module
m+f connect

johto module
m+f connect johto  end module

LED 500lm/m 
2700K CRI 85

LED 500lm/m 
2700K CRI 85

LED 500lm/m 
2700K CRI 85

LED 500lm/m 
2700K CRI 85

LED 500lm/m 
2700K CRI 85

kr974400 kr974401 kr974402 kr972409 kr974414

500x20,5x10 1000x20,5x10 2000x20,5x10 Lx20,5x10 4000x20,5x10

10W/m 10W/m 10W/m 10W/m 10W/m

24V 24V 24V 24V 24V

67 67 67 67 67

3 3 3 3 3

kr774003 kr774003 kr774003 kr774003 kr774003

kr774005 kr774005 kr774005 kr774005 kr774005

kr774006 kr774006 kr774006 kr774006 kr774006

kr774007 kr774007 kr774007 kr774007 kr774007

kr774009 kr774009 kr774009 kr774009 kr774009

kr490373 kr490373 kr490373 kr490373 kr490373

kr490374 kr490374 kr490374 kr490374 kr490374

kr490375 kr490375 kr490375 kr490375 kr490375

kr490376 kr490376 kr490376 kr490376 kr490376

kr774004 kr774004 kr774004 kr774004 kr774004

Lx27x38 Lx27x38 Lx27x38 Lx27x38 Lx27x38

50 50 50 50 50

(L+5)x27x38 (L+5)x27x38 (L+5)x27x38 (L+5)x27x38 (L+5)x27x38



44kreon 45kreon

Johto Project Private residence  Architect Bruno Corbisier
 Location Brussels, Belgium  Photographer Serge Brison



46kreon 47kreon

Onn-Wall 165 and 300 represent another innovative step towards efficient LED lighting. 

The new Onn-Wall luminaires benefit from the photometric advantages of the latest TIR 
lenses (total internal reflection). Onn-Wall with a 'forward throw' light distribution eliminates 
the tradition hot spot on the wall surface and creates a homogeneous light distribution on 
the ceiling.

name

lamptype

white

black

LxWxH

max. watt

voltage

symbol

gear

protocol

IP

class

orientation

frosted glass

Onn-WallOnn-Wall Project Private residence    Architect Arcangelo schena 
 Location Vendeville, France   Photographer Serge Brison

White Onn-Wall 165

onn-wall

165

onn-wall

300

LED 900lm

2700K, CRI≥80

LED 1800lm

2700K, CRI≥80

kr983311 kr983321

kr983312 kr983322

165x200x35 300x200x35

8,6W 17,2W

230V 230V

2 2

electr. incl. electr. incl.

DALI DALI

40 40

1 1

a a

incl. incl.

installation manuals: www.kreon.com

Black Onn-Wall 300



48kreon 49kreon

Up Outdoor and Mini Up Outdoor are part of a range of in-ground luminaires for 
interior and exterior use. The luminaires are built with high quality materials and product 
techniques to guarantee their IP67 protection rate. They are finished with a sandblasted 
stainless trim and are available in black and white. The combination of the protection rate 
and the limited build-in depth, by use of Cree and Xicato LED technology and several 
light beam options, offer the architect great flexibility in his projects. 

Black Mini Up White Up Circular

name

lamptype

white

black

visible LxW

**cut out LxW

min. depth

thickness 
boardmaterial

max. watt 

voltage

drive current

symbol

gear

*glass temp.

IP 

class

IK

optic

anti-glare louvre

orientation

required

female connector

optional

**matchbox

driver

700mA, ON/OFF, 
30W

700mA, 1-10V
30W

700mA, DALI
30W

IP

class

Mini Up Outdoor & Up Outdoor

mini up outdoor mini up outdoor mini up outdoor 
wallwasher

LED 700lm 
2700K, CRI≥80

LED 700lm 
2700K, CRI≥80

LED 700lm 
2700K, CRI≥80

kr952101 kr952121 kr952171

kr952102 kr952122 kr952172

95x95 95x95 95x95

86x86 86x86 86x86

84 84 84

6-35 6-35 6-35

8,4W 8,4W 8,4W

26V 26V 26V

700mA 700mA 700mA

2 2 2

excl. excl. excl.

55°C 55°C 55°C

67 67 67

3 3 3

10 10 10

15°

incl.

a a a

kr774005 kr774005 kr774005

kr752103 kr752103 kr752103

kr772730 kr772730 kr772730

kr772732 kr772732 kr772732

kr772733 kr772733 kr772733

67 67 67

2 2 2

Remarks
* Ta=25°C
** For correct build-in dimensions check installation manual.



50kreon 51kreon

Mini Up Outdoor Project L+B 2014 Int. Architect Kreon
 Location Frankfurt, Germany Photographer Frank Dora

name

lamptype

white

black

visible Ø

**cut out Ø

min. depth

thickness 
boardmaterial

max. watt 

voltage

drive current

symbol

gear

*glass temp.

IP 

class

IK

optic

anti-glare louvre

orientation

required

female connector

optional

**matchbox

driver

700mA, ON/OFF, 
30W

700mA, 1-10V
30W

700mA, DALI
30W

IP

class

Remarks
* Ta=25°C
** For correct build-in dimensions check installation manual.

mini up circular 
outdoor

mini up circular 
outdoor

mini up circular 
outdoor 

wallwasher

LED 700lm 
2700K, CRI≥80

LED 700lm 
2700K, CRI≥80

LED 700lm 
2700K, CRI≥80

kr952601 kr952621 kr952671

kr952602 kr952622 kr952672

95x95 95x95 Ø 95

86x86 86x86 Ø 86

84 84 84

6-35 6-35 6-35

8,4W 8,4W 8,4W

26V 26V 26V

700mA 700mA 700mA

2 2 2

excl. excl. excl.

60°C 60°C 60°C

67 67 67

3 3 3

10 10 10

15°

incl.

a a a

kr774005 kr774005 kr774005

kr752603 kr752603 kr752603

kr772730 kr772730 kr772730

kr772732 kr772732 kr772732

kr772733 kr772733 kr772733

67 67 67

2 2 2



52kreon 53kreon

Up Outdoor Project  Private residence   Architect Frédéric Goux
 Location Cannes, France   Photographer Serge Brison



54kreon 55kreon

Remarks
* Ta=25°C
** For correct build-in dimensions check installation manual.

Remarks
* Ta=25°C
** For correct build-in dimensions check installation manual.

name

lamptype

white

black

visible Ø

**cut out Ø

min. depth

thickness 
boardmaterial

max. watt 

voltage

drive current

symbol

gear

protocol

*glass temp.

incl. cable

IP 

class

IK

orientation

optional

**matchbox

**matchbox 
for gear

coupling sleeve

lenses

diffusing lens

anti-glare
louvre

driver

700mA, ON/OFF

700mA, 1-10V

700mA, DALI

IP 

class

name

lamptype

white

black

visible LxW

**cut out LxW

min. depth

thickness 
boardmaterial

max. watt 

voltage

drive current

symbol

gear

protocol

*glass temp.

incl. cable

IP 

class

IK

orientation

optional

**matchbox

**matchbox
for gear

coupling sleeve

lenses

diffusing lens

anti-glare
louvre

driver

700mA, ON/OFF

700mA, 1-10V

700mA, DALI

IP 

class

Up Outdoor

installation manuals: www.kreon.com

Up Circular Outdoor

installation manuals: www.kreon.com

up outdoor up outdoor up outdoor 
wallwasher

LED 700lm 
2700K, CRI≥80

LED 1500lm 
2700K, CRI≥80

LED 1500lm 
2700K, CRI≥80

kr982101 kr982121 kr982181

kr982102 kr982122 kr982182

170x170 170x170 170x170

156x156 156x156 156x156

97 97 97

6-35 6-35 6-35

8,4W 18,5W 18,5W

230V 26V 26V

700mA 700mA

2 2 2

incl. excl. excl.

ON/OFF ON/OFF ON/OFF

35°C 50°C 50°C

1m 1m 1m

67 67 67

1 3 3

10 10 10

a a a

kr782103 kr782103 kr782103

kr782104 kr782104

kr782105 kr782105 kr782105

incl.

incl.

kr772730 kr772730

kr772732 kr772732

kr772733 kr772733

67 67

2 2

up circular 
outdoor

up circular 
outdoor

up circular 
outdoor 

wallwasher

LED 700lm 
2700K, CRI≥80

LED 1500lm 
2700K, CRI≥80

LED 1500lm 
2700K, CRI≥80

kr982601 kr982621 kr982681

kr982602 kr982622 kr982682

Ø 170 Ø 170 Ø 170

Ø 156 Ø 156 Ø 156

97 97 97

6-35 6-35 6-35

8,4W 18,5W 18,5W

230V 26V 26V

700mA 700mA

2 2 2

incl. excl. excl.

ON/OFF ON/OFF ON/OFF

35°C 50°C 50°C

1m 1m 1m

67 67 67

1 3 3

10 10 10

a a a

kr782603 kr782603 kr782603

kr782604 kr782604

kr782105 kr782105 kr782105

incl.

incl.

kr772730 kr772730

kr772732 kr772732

kr772733 kr772733

67 67

2 2



56kreon 57kreon

Up in-Line Outdoor and Mini Up in-Line Outdoor offer a range of waterproof recessed 
floor luminaires with a trimless finish, suitable for interior and exterior use. The luminaires 
are built with high quality materials and product techniques to achieve an ingress 
protection rating of IP67. They are available in square of circular forms and finished in 
white or black. The combination of protection rate and limited build-in depth, by use 
of technology and different light beam options, offer the designer a great flexibility in 
projects. 

Black Mini Up in-Line Circular Outdoor White Up in-Line Outdoor

Up in-Line Outdoor & Mini Up in-Line OutdoorUp in-Line Project Private residence    Architect Joëlle Claisse
 Location Brussels, Belgium   Photographer Serge Brison



58kreon 59kreon

name

lamptype

white

black

visible Ø

**cut out Ø

min. depth

thickness 
boardmaterial

max. watt 

voltage

drive current

symbol

gear

*glass temp.

IP 

class

IK

optic

anti-glare louvre

orientation

required

female connector

optional

**matchbox

driver

700mA, ON/OFF, 
30W

700mA, 1-10V
30W

700mA, DALI
30W

IP

class

name

lamptype

white

black

visible LxW

**cut out LxW

min. depth

thickness 
boardmaterial

max. watt 

voltage

drive current

symbol

gear

*glass temp.

IP 

class

IK

optic

anti-glare louvre

orientation

required

female connector

optional

**matchbox

driver

700mA, ON/OFF, 
30W

700mA, 1-10V
30W

700mA, DALI
30W

IP

class

Mini Up in-Line Outdoor

installation manuals: www.kreon.com

Remarks
* Ta=25°C
** For correct build-in dimensions check installation manual.

mini up in-line 
circular outdoor

mini up in-line 
circular outdoor

mini up in-line 
circular outdoor 

wallwasher

LED 700lm 
2700K, CRI≥80

LED 700lm 
2700K, CRI≥80

LED 700lm 
2700K, CRI≥80

kr952801 kr952821 kr952871

kr952802 kr952822 kr952872

w

95x95 95x95 Ø 95

86x86 86x86 Ø 86

84 84 84

6-35 6-35 6-35

8,4W 8,4W 8,4W

26V 26V 26V

700mA 700mA 700mA

2 2 2

excl. excl. excl.

60°C 60°C 60°C

67 67 67

3 3 3

10 10 10

15°

incl.

a a a

kr774005 kr774005 kr774005

kr752603 kr752603 kr752603

kr772730 kr772730 kr772730

kr772732 kr772732 kr772732

kr772733 kr772733 kr772733

67 67 67

2 2 2

mini up 
in-line outdoor

mini up 
in-line outdoor

mini up 
in-line outdoor 

wallwasher 

LED 700lm 
2700K, CRI≥80

LED 700lm 
2700K, CRI≥80

LED 700lm 
2700K, CRI≥80

kr952301 kr952321 kr952371

kr952302 kr952322 kr952372

95x95 95x95 95x95

86x86 86x86 86x86

84 84 84

6-35 6-35 6-35

8,4W 8,4W 8,4W

26V 26V 26V

700mA 700mA 700mA

2 2 2

excl. excl. excl.

55°C 55°C 55°C

67 67 67

3 3 3

10 10 10

15°

incl.

a a a

kr774005 kr774005 kr774005

kr752103 kr752103 kr752103

kr772730 kr772730 kr772730

kr772732 kr772732 kr772732

kr772733 kr772733 kr772733

67 67 67

2 2 2

Remarks
* Ta=25°C
** For correct build-in dimensions check installation manual.



60kreon 61kreon

Up in-Line Outdoor Up in-Line Circular Outdoor

name

lamptype

white

black

visible LxW

**cut out LxW

min. depth

thickness 
boardmaterial

max. watt 

voltage

drive current

symbol

gear

protocol

*glass temp.

incl. cable

IP 

class

IK

orientation

optional

**matchbox

**matchbox
for gear

coupling sleeve

lenses

diffusing lens

anti-glare
louvre

driver

700mA, ON/OFF

700mA, 1-10V

700mA, DALI

IP 

class

name

lamptype

white

black

visible Ø

**cut out Ø

min. depth

thickness 
boardmaterial

max. watt 

voltage

drive current

symbol

gear

protocol

*glass temp.

incl. cable

IP 

class

IK

orientation

optional

**matchbox

**matchbox 
for gear

coupling sleeve

lenses

diffusing lens

anti-glare
louvre

driver

700mA, ON/OFF

700mA, 1-10V

700mA, DALI

IP 

class

Remarks
* Ta=25°C
** For correct build-in dimensions check installation manual.

Remarks
* Ta=25°C
** For correct build-in dimensions check installation manual.

up in-line
outdoor

up in-line
outdoor

up in-line 
outdoor 

wallwasher

LED 700lm 
2700K, CRI≥80

LED 1500lm 
2700K, CRI≥80

LED 1500lm 
2700K, CRI≥80

kr982301 kr982321 kr982381

kr982302 kr982322 kr982382

155x155 155x155 155x155

156x156 156x156 156x156

97 97 97

6-35 6-35 6-35

8,4W 18,5W 18,5W

230V 26V 26V

700mA 700mA

2 2 2

incl. excl. excl.

ON/OFF ON/OFF ON/OFF

35°C 50°C 50°C

1m 1m 1m

67 67 67

1 3 3

10 10 10

a a a

kr782103 kr782103 kr782103

kr782104 kr782104

kr782105 kr782105 kr782105

incl.

incl.

kr772730 kr772730

kr772732 kr772732

kr772733 kr772733

67 67

2 2

up in-line 
circular outdoor

up in-line 
circular outdoor

up in-line 
circular outdoor 

wallwasher

LED 700lm 
2700K, CRI≥80

LED 1500lm 
2700K, CRI≥80

LED 1500lm 
2700K, CRI≥80

kr982801 kr982821 kr982881

kr982802 kr982822 kr982882

Ø 155 Ø 155 Ø 155

Ø 156 Ø 156 Ø 156

97 97 97

6-35 6-35 6-35

8,4W 18,5W 18,5W

230V 26V 26V

700mA 700mA

2 2 2

incl. excl. excl.

ON/OFF ON/OFF ON/OFF

35°C 50°C 50°C

1m 1m 1m

67 67 67

1 3 3

10 10 10

a a a

kr782603 kr782603 kr782603

kr782604 kr782604

kr782105 kr782105 kr782105

incl.

incl.

kr772730 kr772730

kr772732 kr772732

kr772733 kr772733

67 67

2 2



62kreon 63kreon

Up in-Line Project Private residence    Int. Architect Minus
 Location Oostduinkerke, Belgium   Photographer Arne Jennard



64kreon 65kreon

tools of light concepts 2014



66kreon 67kreon

Raga, every piece comes with an identity.

By combining an in-depth knowledge of stone craft traditions with an empathy for the 
material and a concern for its lighting function, Raga becomes a product of high-object 
integrity. It's a distinguished lighting object with simple functional honesty that connects 
with a visual purity and a strong stylistic authenticity in its materialisation making each 
product unique. The sensitive handling of the natural material and the promotion of the 
basic forms make Raga a defining feature of Kreon's newly designed outdoor luminaires.

Raga has been developed based on the measurements 
of our Up Outdoor and Mini Up Outdoor

Inside: marble or zinc

Frame: high gloss black copper, red copper or matt 
stainless steel

Raga Raga 



68kreon 69kreon

Raga Project Private residence   Architect Frédéric Goux
 Location Cannes, France   Photographer Serge Brison



70kreon 71kreon

Inspired by its surroundings, Esprit mimics the branch of a sapling.

Twigs shooting up from their base with sprouting buds of light at their ends, casting 
accents of light throughout the garden like scattered blossom leaves under a tree. Its 
minimalistic presence only given away by up to four dots of light in the dark, connecting 
the outside world with the life indoors.
 
Its frail design, stylish finish and directional lighting units, allow Esprit to fit into outdoor 
settings just like our other outdoor luminaire: Up.

Esprit double white surface mounted Esprit double black ceiling mounted

Esprit
Esprit Project Private residence Int. Architect Pas Interieur
 Location Maaseik, Belgium Photographer Serge Brison
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Esprit Project Private residence    Architect Arcangelo schena 
 Location Vendeville, France   Photographer Serge Brison
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Kreon offices

Kreon Iluminación Técnica S.L.
C/Llull, 321. - Edificio CINC-. 22@
08019 Barcelona
Spain
Tel +34 935 530 776
Fax +34 935 530 777
spain@kreon.com

Kreon office Middle East
Dubai Airport Free Zone Area (DAFZA)
West Wing 6 (W6)
Office 6 WA 420
P.O. Box 293845
Dubai
United Arab Emirates
Tel +971 4 6091 355
Tel +971 4 6091 656
Fax +971 4 6091 357
middle.east@kreon.com

Kreon Brasil
Avenida Angélica, 2.223 - 6º Andar - nº 601 
Consolaçao  01227-200  SP   
Brasil
Tel +55 11 956 236 60 
Fax +55 11 362 798 13
brasil@kreon.com

Kreon South East Asia
63a Club Street
Singapore 069 437
Tel +65 62 22 33 93
Fax +65 62 22 33 03
singapore@kreon.com

Kreon Aydınlatma San. ve Tic. A.S
Sehit Murat Demirli Cad. Resadiye Yolu 76 
Alemdag-Ümraniye 34794 
Istanbul
Turkey
Tel +90 216 430 86 00 
Fax +90 216 430 86 96 
turkey@kreon.com

Kreon Inc.
North America & Canada
154 Grand Street
New York, NY 10013, USA
Tel +1 646 213 7487
Fax +1 646 213 1456
usa@kreon.com

Kreon LLC Southeast
3898 Biscayne Blvd
Miami, FL 33137, USA
Tel +1 305 438 9099
Fax +1 305 438 9098

 

Kreon nv
Industrieweg Noord 1152
3660 Opglabbeek
Belgium
Tel +32 89 81 97 80
Fax +32 89 81 97 90
www.kreon.com
mailbox@kreon.com

Internal Sales department
Tel +32 89 81 99 54/55/56
Fax +32 89 81 99 58
www.kreon.com
mailbox@kreon.com

Kreon Austria
Kärntner Ring 4
1010 Wien
Austria
Tel +43 1 715 44 25
austria@kreon.com

Kreon sarl
5, rue d’Aboukir
75002 Paris
France
Tel +33 1 44 50 53 54
Fax +33 1 44 50 53 56 
france@kreon.com

Kreon GmbH
Brühler Straße 11-13
50968 Köln
Germany
Tel +49 221 937 22 0
Fax +49 221 937 22 22
germany@kreon.com

Spazio Kreon
Via V. Forcella 5
20144 Milano
Italy
Tel +39 02 89 42 08 46
Fax +39 02 89 42 87 85
italy@kreon.com

Kreon UK
79 Maltings Place
169 Tower Bridge Road
London
SE1 3LJ
United Kingdom
Tel +44 (0)20 7740 2112
Fax +44 (0)20 7740 2923
uk@kreon.com

Kreon China
498 Guoshoujing Road
Building 21, Room 103
Shanghai, Pudong New Area
P.R. China

Creative Space Brussels
Kanselarijstraat 19
1000 Brussel
Belgium
belgium@kreon.com

Creative Space Vienna
Kärntner Ring 4
1010 Wien
Austria
Tel +43 1 715 44 25
austria@kreon.com

Creative Space Paris
5, rue d’Aboukir
75002 Paris
France
Tel +33 1 44 50 53 54
Fax +33 1 44 50 53 56 
france@kreon.com

Creative Space Cologne
Brühler Straße 11-13
50968 Köln
Germany
Tel +49 221 937 22 0
Fax +49 221 937 22 22
germany@kreon.com

Spazio Kreon
Via V. Forcella 5
20144 Milano
Italy
Tel +39 02 89 42 08 46
Fax +39 02 89 42 87 85
italy@kreon.com

Creative Space Amsterdam
Pedro de Medinalaan 89-91 unit 1-C 
1086 XP Amsterdam-Ijburg   
The Netherlands
the.netherlands@kreon.com

Creative Space Singapore
63a Club Street
Singapore 069 437
Republic of Singapore
Tel +65 62 22 33 93
Fax +65 62 22 33 03
singapore@kreon.com

Kreon showrooms

August 2014
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Kreon for your notes


