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kreon    esprit

catalogue 3kreon.com/esprit

esprit double ceiling, black

esprit double ceiling, black

esprit double floor, marble base

esprit double floor, marble base

esprit pendant, black

kreon esprit comes in four different types: free-standing, 
a desk version, ceiling mounted or suspended with single, 
double and in the suspended version up to 4 lamp heads. The 
kreon esprit adjustable slim-lined spotlights are available in 
black or white, in 2700K or 3000K LED and CRI80+ or CRI90+. 
The luminaire heads can be rotated by 355° and placed in 
any random angle from 0° to 90°. kreon esprit ceiling can be 
recessed mounted using the kreon aplis 80 trimless plasterkit. 

kreon esprit floor is a free-standing luminaire comes with an 
elegant round base or a solid base in either white Carrara 
marble or natural blue steel. Also available with Casambi 
bluetooth remote dimming and switching function. kreon 
esprit pendant are 3 or 4 individual lampheads mounted on 
a slender horizontal bar with steel tension cable suspension 
for maximum flexibility. It can be installed as an individual 
element or in a cluster of two or more.

Project Fine Fleur
Location Antwerp, Belgium

Architect Dennis 'T Jampens
Photographer Serge Brison
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kreon    esprit

catalogue 3kreon.com/esprit

Project Private residence Location Kuala Lumpur, Malaysia
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esprit double floor round base

esprit double floor

esprit single floor round base

esprit single floor

catalogue 3kreon.com/esprit

kreon    esprit floor

REMARKS
1 Other types of finishes on 
request.
2 Supplied with 2,5m black 
braided sleeved powercable, 
available with red braided 
sleeve on request.
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esprit single floor carrara bianco 
Gear: incl. in base 6

○ kr963211 ➀ ● ● ● ● ● ● ● ● ●
● kr963212 ➀ ● ● ● ● ● ● ● ● ●

esprit single floor natural steel blue 
Gear: incl. in base 6

○ kr963311 ➀ ● ● ● ● ● ● ● ● ●
● kr963312 ➀ ● ● ● ● ● ● ● ● ●

esprit single floor round base 
Gear: incl. in base 6

○ kr963411 ➀ ● ● ● ● ● ● ● ● ●
● kr963412 ➀ ● ● ● ● ● ● ● ● ●

esprit double floor carrara bianco 
Gear: incl. in base 6

○ kr963221 2 ● ● ● ● ● ● ● ● ●
● kr963222 2 ● ● ● ● ● ● ● ● ●

esprit double floor natural steel blue 
Gear: incl. in base 6

○ kr963321 2 ● ● ● ● ● ● ● ● ●
● kr963322 2 ● ● ● ● ● ● ● ● ●

esprit double floor round base 
Gear: incl. in base 6

○ kr963421 2 ● ● ● ● ● ● ● ● ●
● kr963422 2 ● ● ● ● ● ● ● ● ●

CRI CCT Voltage Wattage Fixture lumen

➀ SP CRI90+ 2700K/3000K 230V 2W 162lm

DL/WDL CRI90+ 2700K/3000K 230V 8,4W 370lm

➁ SP CRI90+ 2700K/3000K 230V 2x2W 2x162lm

DL/WDL CRI90+ 2700K/3000K 230V 2x8,4W 2x370lm
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esprit desk

kreon    esprit desk

catalogue 3kreon.com/esprit

CRI CCT Voltage Wattage Fixture lumen

➀ WDL CRI90+ 2700K 230V 8,4W 368lm

REMARKS
1 Supplied with 2,5m black 
braided sleeved powercable, 
available with red braided 
sleeve on request.
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esprit desk
Gear: incl. 

○ kr963911 ➀ ● ● ● ● ● ●
● kr963912 ➀ ● ● ● ● ● ●



kreon.com/esprit 387  386 

39
9

250

Ø28

355°/90°

66
6

250

Ø28

355°/90°

355°/90°

esprit double ceiling

esprit single ceiling

Plasterkit

catalogue 3kreon.com/esprit

kreon    esprit ceiling

REMARKS
1 Driver fits through the 
installation hole. 

IP40
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esprit single ceiling 
Gear: excl, plasterkit: excl. 4

○ kr963011 ➀ ● ● ● ● ● ● ● ● ● ■ ■
● kr963012 ➀ ● ● ● ● ● ● ● ● ● ■ ■

esprit double ceiling 
Gear: excl., plasterkit: excl. 4

○ kr963021 2 ● ● ● ● ● ● ● ● ● ■ ■
● kr963022 2 ● ● ● ● ● ● ● ● ● ■ ■

■ Required accessories

Plasterkit esprit ceiling kr717104 Trimless plasterkit for esprit ceiling, no shadowgap

kr717108 Trimless plasterkit for esprit ceiling, shadowgap

Connection box ○ kr763691 Surface mounted esprit ceiling connection box, white, Ø85 x H52 (gear excl.)

● kr763692 Surface mounted esprit ceiling connection box, black, Ø85 x H52 (gear excl.)

Gearbox ○ kr763791-PD Surface mounted esprit ceiling gear box, white, Ø85 x H155 (36W, 700mA gear incl.), phase dim

● kr763792-PD Surface mounted esprit ceiling gear box, black, Ø85 x H155 (36W, 700mA gear incl.), phase dim

○ kr763791-DD Surface mounted esprit ceiling gear box, white, Ø85 x H155 (36W, 700mAgear incl.), DALI dim

● kr763792-DD Surface mounted esprit ceiling gear box, black, Ø85 x H155 (36W, 700mA gear incl.), DALI dim

■ Optional accessories

Driver esprit ceiling kr762700 LED driver, 700mA, ON/OFF, 11W 1

kr752943 LED driver, 700mA, phase dim, 32W 1

kr772232 LED driver, 700mA, 1-10V, 20W 1

kr772142 LED driver, 1050mA, 1-10V, 39W 1

kr752733 LED driver, 700mA, DALI, 20W 1

kr772743 LED driver, 1050mA, DALI, 38W 1

kr772249 LED driver, 1050mA, Casambi, 37W 1

CRI CCT Wattage Drive Current Fixture lumen

➀ SP CRI90+ 2700K/3000K 2W 700mA 162lm

CRI90+ 2700K/3000K 3,2W 1050mA 218lm

DL
WDL

CRI90+ 2700K/3000K 8W 700mA 368lm

CRI90+ 2700K/3000K 12W 1050mA 400lm

2 SP CRI90+ 2700K/3000K 2x2W 2x700mA 2x162lm

CRI90+ 2700K/3000K 2x3,2W 2x1050mA 2x218lm

DL
WDL

CRI90+ 2700K/3000K 2x8W 2x700mA 2x368lm

CRI90+ 2700K/3000K 2x12W 2x1050mA 2x400lm
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Plasterkit Connection box

kreon    esprit pendant

catalogue 3kreon.com/esprit

REMARKS
1 Driver fits through the 
installation hole.

The pendant bar of esprit 
pendant may sag by gravity.
Pendant cable: max. 2,5m

Gear: excl.
4 IP40

■ Required accessories

Plasterkit esprit pendant kr717104 Trimless plasterkit for esprit pendant, no shadowgap

kr717108 Trimless plasterkit for esprit pendant, shadowgap

Connection box ○ kr763691 Surface mounted esprit pendant connection box, white, Ø85 x H52 (gear excl.)

● kr763692 Surface mounted esprit pendant connection box, black, Ø85 x H52 (gear excl.)

Gearbox ○ kr763791-PD Surface mounted esprit ceiling gear box, white, Ø85 x H155 (36W, 700mA gear incl.), phase dim

● kr763792-PD Surface mounted esprit ceiling gear box, black, Ø85 x H155 (36W, 700mA gear incl.), phase dim

○ kr763791-DD Surface mounted esprit ceiling gear box, white, Ø85 x H155 (36W, 700mA gear incl.), DALI dim

● kr763792-DD Surface mounted esprit ceiling gear box, black, Ø85 x H155 (36W, 700mA gear incl.), DALI dim

Additional pendant kr763982 Additional support for esprit pendant

■ Optional accessories

Driver kr772942 LED driver, 1050mA, 1-10V, 60W 1

kr772743 LED driver, 1050mA, DALI, 38W 1

kr772249 LED driver, 1050mA, Casambi, 37W 1

kr772443 LED driver, 1050mA, DALI, 60W 
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esprit pendant 2
Length: 1600
 

● kr963732 ➀ ● ● ● ● ● ● ● ● ● ■ ■

esprit pendant 2
Length: 1800
 

● kr963832 ➀ ● ● ● ● ● ● ● ● ● ■ ■

esprit pendant 2
Length: 1800
 

● kr963842 2 ● ● ● ● ● ● ● ● ● ■ ■

esprit pendant 2
Length: 2400
 

● kr963942 2 ● ● ● ● ● ● ● ● ● ■ ■

CRI CCT Wattage Drive Current Fixture lumen

➀ SP CRI90+ 2700K/3000K 3x2W 3x700mA 3x162lm

CRI90+ 2700K/3000K 3x3,2W 3x1050mA 3x218lm

DL
WDL

CRI90+ 2700K/3000K 3x8W 3x700mA 3x368lm

CRI90+ 2700K/3000K 3x12W 3x1050mA 3x400lm

2 SP CRI90+ 2700K/3000K 4x2W 4x700mA 4x162lm

CRI90+ 2700K/3000K 4x3,2W 4x1050mA 4x218lm

WDL
WDL

CRI90+ 2700K/3000K 4x8W 4x700mA 4x368lm

CRI90+ 2700K/3000K 4x12W 4x1050mA 4x400lm


