
21 

kreon    oran

oran pendant kap glass, cone, H2 oran in-line craft

oran wall stone oran object stone

catalogue 3kreon.com/oran

kreon oran's design is based on the mathematical and 
architectural principle of the golden ratio, also known as the 
plastic constant. The basic shapes that can be derived from 
the proportions of the number are the building blocks of this 
line of lighting fixtures.

Designing from these balanced proportions and principles  
means working with spatial components. For kreon, oran 
claims space and actively demands to be a part of it. The 
spaciousness of the product is reflected in the proportions, but 
also in the dimensions and materialization.
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catalogue 3kreon.com/oran
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kreon    oran pendant
craft

catalogue 3kreon.com/oran
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oran pendant craft sphere bulb ➊ ○ KR991121 ➀ ● ● ■ ■
● KR991122 ➀ ● ● ■ ■

oran pendant craft long ampoule ➊ ○ KR991521 ➀ ● ● ■ ■
● KR991522 ➀ ● ● ■ ■

oran pendant kap craft sphere bulb ➊ ○ KR991141 ➀ ● ● ● ■ ■
● KR991142 ➀ ● ● ● ● ● ■ ■

oran pendant kap craft long ampoule ➊ ○ KR991541 ➀ ● ● ● ■ ■
● KR991542 ➀ ● ● ● ● ● ■ ■

CRI CCT Wattage Drive current Fixture lumen

1 LED CRI90+ 2700K/3000K 6,7W 700mA 307lm

REMARKS
➊ The stated dimensions of the 
glass are only to be used as a 
reference. Actual dimensions 
may vary. Each unit is unique 
due to the artisanal production 
technique. 

Pendant length: 3m

Gear excluded.
4 IP40 
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catalogue 3kreon.com/oran

CRI CCT Wattage Drive current Fixture lumen

1 LED CRI90+ 2700K/3000K 6,7W 700mA  315lm

REMARKS
➊ Protect the alabaster block 
against direct sunlight and 
temperatures above 50°C.
➋ Lumen output may vary due 
to the use of natural products.

Pendant length: 3m

Gear excluded.
4 IP40 
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oran pendant stone, large cube ➊ ➋ ○ KR991211 ➀ ● ● ■ ■
● KR991212 ➀ ● ● ■ ■

oran pendant stone, large cylinder ➊ ➋ ○ KR991111 ➀ ● ● ■ ■
● KR991112 ➀ ● ● ■ ■

oran pendant stone, small cylinder ➊ ➋ ○ KR991311 ➀ ● ● ■ ■
● KR991312 ➀ ● ● ■ ■

oran pendant stone, long cylinder ➊ ➋ ○ KR991411 ➀ ● ● ■ ■
● KR991412 ➀ ● ● ■ ■

oran pendant kap stone, large cube ➊ ➋ ○ KR991231 ➀ ● ● ● ■ ■

● KR991232 ➀ ● ● ● ● ● ■ ■
oran pendant kap stone, large cylinder ➊ ➋ ○ KR991131 ➀ ● ● ● ■ ■

● KR991132 ➀ ● ● ● ● ● ■ ■
oran pendant kap stone, small cylinder ➊ ➋ ○ KR991331 ➀ ● ● ● ■ ■

● KR991332 ➀ ● ● ● ● ● ■ ■
oran pendant kap stone, long cylinder ➊ ➋ ○ KR991431 ➀ ● ● ● ■ ■

● KR991432 ➀ ● ● ● ● ● ■ ■
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kreon    oran pendant
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oran pendant glass, cone, H1+H2

oran pendant kap glass, cone, H1+H2

glass

catalogue 3kreon.com/oran

REMARKS
Pendant length: 3m

Gear excluded.
4 IP40 

C
ol

ou
r

KR
-c

od
e

Li
gh

t s
ou

rc
es

9
0
2
7

27
00

K,
 C

RI
90

+

9
0
3
0

30
00

K,
 C

RI
90

+

P
1 W
hi

te
 s

ha
de

 b
ott

om

P
2 B
la

ck
 s

ha
de

 b
ott

om

A
3 G
re

y 
sh

ad
e 

bo
tt

om

A
4 B
ro

nz
e 

sh
ad

e 
bo

tt
om

Re
qu

ire
d 

ac
ce

ss
or

ie
s

O
pt

io
na

l a
cc

es
so

rie
s

oran pendant glass, cylinder, E1 ○ KR971111 ➀ ● ● ■ ■
● KR971112 ➀ ● ● ■ ■

oran pendant glass, double cylinder, F1 ○ KR971311 ➁ ● ● ■ ■
● KR971312 ➁ ● ● ■ ■

oran pendant glass, cone, H1 ○ KR971211 ➂ ● ● ■ ■
● KR971212 ➂ ● ● ■ ■

oran pendant glass, cone, H2 ○ KR971411 ➃ ● ● ■ ■
● KR971412 ➃ ● ● ■ ■

oran pendant kap glass, cylinder, E1 ○ KR971131 ➄ ● ● ● ■ ■
● KR971132 ➄ ● ● ● ● ● ■ ■

oran pendant kap glass, double cylinder, F1 ○ KR971331 ➅ ● ● ● ■ ■
● KR971332 ➅ ● ● ● ● ● ■ ■

oran pendant kap glass, cone, H1 ○ KR971231 ➆ ● ● ● ■ ■
● KR971232 ➆ ● ● ● ● ● ■ ■

oran pendant kap glass, cone, H2 ○ KR971431 ➇ ● ● ● ■ ■
● KR971432 ➇ ● ● ● ● ● ■ ■

CRI CCT Wattage Drive current Fixture lumen

1 LED CRI90+ 2700K/3000K 8,4W 700mA  450lm

➁ LED CRI90+ 2700K/3000K 8,4W 700mA 444lm

➂ LED CRI90+ 2700K/3000K 8,4W 700mA 438lm

➃ LED CRI90+ 2700K/3000K 8,4W 700mA TBD

➄ LED CRI90+ 2700K/3000K 8,4W 700mA 328lm

➅ LED CRI90+ 2700K/3000K 8,4W 700mA 420lm

➆ LED CRI90+ 2700K/3000K 8,4W 700mA 458lm

➇ LED CRI90+ 2700K/3000K 8,4W 700mA TBD
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installation

kreon    oran pendant

recessed
mounted

surface
mounted
gear excl.

surface
mounted
gear incl.

catalogue 3kreon.com/oran

■ Required accessories

Recessed mounted KR791100 Recessed suspension kit

KR707104 Plasterkit, no shadowgap  1 Ø 63 ➊

KR707106 Louvre, white

KR707122 Louvre, black

Surface mounted (gear excl.) ○ KR791001 Surface mounted installation box, white  Ø 45 H 50

● KR791002 Surface mounted installation box, black  Ø 45 H 50

Surface mounted (ON/OFF gear incl.) ○ KR791004 Surface mounted gearbox (for 1 module) - 1 circuit, white

● KR791005 Surface mounted gearbox (for 1 module) - 1 circuit, black

○ KR791006 Surface mounted gearbox, (for 2 up to 3 modules) - 1 circuit, white

● KR791007 Surface mounted gearbox, (for 2 up to 3 modules) - 1 circuit, black

■ Optional accessories

Driver for oran KR762700 LED driver, 700mA, ON/OFF, 11W ➋

KR772631 LED driver, 700mA, phase dim, 2,1-9,8W ➌

KR772632 LED driver, 700mA, 0/1-10V, 7-21W ➌

KR772633 LED driver, 700mA, DALI, 1,5-8,4W ➌

KR752733 LED driver, 700mA, DALI, 2,2-20W ➍

Distance ring (for plasterkit concrete) KR707307 Distance ring 2mm (set of 5 pcs.)

KR707308 Distance ring 3mm (set of 5 pcs.)

KR707309 Distance ring 5mm (set of 5 pcs.)

Plasterkit concretePlasterkit
REMARKS
1 Thickness boardmaterial: 
9-14mm .
➋ Driver fits through plasterkit. 
Required installation depth: 
180 mm.
➌ Driver fits through plasterkit. 
Requred installation depth: 
160mm.
➍ Should be placed on remote
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kreon    oran pendant on-track
craft - stone - glass

catalogue 3kreon.com/oran
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oran pendant craft sphere bulb on-track ➋ ○ KR991721 ➀ ● ● ● ● ●
● KR991722 ➀ ● ● ● ● ●

oran pendant craft long ampoule on-track ➋ ○ KR991921 ➀ ● ● ● ● ●
● KR991922 ➀ ● ● ● ● ●

oran pendant stone on-track, large cube ➊ ○ KR991261 ➁ ● ● ● ● ●
● KR991262 ➁ ● ● ● ● ●

oran pendant stone on-track, large cylinder ➊ ○ KR991161 ➁ ● ● ● ● ●
● KR991162 ➁ ● ● ● ● ●

oran pendant stone on-track, small cylinder ➊ ○ KR991361 ➁ ● ● ● ● ●
● KR991362 ➁ ● ● ● ● ●

oran pendant stone on-track, long cylinder ➊ ○ KR991461 ➁ ● ● ● ● ●
● KR991462 ➁ ● ● ● ● ●

oran pendant glass on-track, cylinder, E1 ○ KR971161 ➂ ● ● ● ● ●
● KR991162 ➂ ● ● ● ● ●

oran pendant glass on-track, double cylinder, F1 ○ KR971361 ➃ ● ● ● ● ●
● KR991362 ➃ ● ● ● ● ●

oran pendant glass on-track, cone, H1 ○ KR971261 ➄ ● ● ● ● ●
● KR991262 ➄ ● ● ● ● ●

oran pendant glass on-track, cone, H2 ○ KR971461 ➅ ● ● ● ● ●
● KR971462 ➅ ● ● ● ● ●

CRI CCT Wattage Drive current Fixture lumen

1 LED CRI90+ 2700K/3000K 6,7W 700mA  307lm

➁ LED CRI90+ 2700K/3000K 6,7W 700mA  315lm

➂ LED CRI90+ 2700K/3000K 8,4W 700mA  450lm

➃ LED CRI90+ 2700K/3000K 8,4W 700mA 444lm

➄ LED CRI90+ 2700K/3000K 8,4W 700mA 438lm

➅ LED CRI90+ 2700K/3000K 8,4W 700mA TBD

REMARKS
➊ Lumen output may vary due 
to the use of natural products.
➋ The stated dimensions of the 
glass are only to be used as a 
reference. Actual dimensions 
may vary. Each unit is unique 
due to the artisanal production 
technique. 

Use in combination with a 48V 
low voltage track system (see 
page 440).

Thickness boardmaterial: 
9-14mm

Gear excluded.
4 IP40 
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kreon    oran in-line
craft - stone

catalogue 3kreon.com/oran

CRI CCT Wattage Drive current Fixture lumen

1 LED CRI90+ 2700K/3000K 6,7W 700mA 68lm

➁ LED CRI90+ 2700K/3000K 6,7W 700mA 282lm

Plasterkit concrete

REMARKS
➊ Protect the alabaster block 
against direct sunlight and 
temperatures above 50°C.
➋ Lumen output may vary due 
to the use of natural products.

The stated dimensions of the 
glass and alabaster are only to 
be used as a reference. Actual 
dimensions may vary. Each unit 
is unique due to the artisanal 
production technique. 

Thickness boardmaterial: 
9-26mm

Gear excluded.
4 IP20 

■ Required accessories

Plasterkit KR717104 Plasterkit, no shadowgap

KR717108 Plasterkit, with shadowgap

Plasterkit concrete KR717102 Plasterkit for concrete installation, no shadowgap, small (200x200)

KR717107 Plasterkit for concrete installation, shadowgap, small (200x200)

Louvre (only for KR991102) KR717106 Louvre, white

KR717122 Louvre, black

KR717105 Louvre, granit matelic matt

KR717103 Louvre, copper red satin

■ Optional accessories

Driver KR772024 LED driver, 700mA, ON/OFF, 20W 

KR772232 LED driver, 700mA, 1-10V, 20W

KR772236 LED driver, 700mA, DALI, 18W

KR772433 LED driver, 700mA, phase dim, 10W

Distance ring (for plasterkit concrete) KR717307 Distance ring 2mm (set of 5 pcs.)

KR717308 Distance ring 3mm (set of 5 pcs.)

KR717309 Distance ring 5mm (set of 5 pcs.)
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oran in-line stone 1
1 Ø 102 H 100

KR991101 ➀ ● ● ■ ■

oran in-line craft sphere bulb
1 Ø 102 H 100

KR991102 ➁ ● ● ■ ■

oran in-line craft long ampoule
1 Ø 102 H 100

KR991105 ➁ ● ● ■ ■

Plasterkit
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kreon    oran wall

oran wall stone

stone

catalogue 3kreon.com/oran

CRI CCT Voltage Wattage Fixture lumen

1 LED CRI90+ 2700K/3000K 230V 6,7W 68lm

KR
-c

od
e

Li
gh

t s
ou

rc
es

9
0
2
7

27
00

K,
 C

RI
90

+

9
0
3
0

30
00

K,
 C

RI
90

+

oran wall stone ➊ ➋
Gear: incl. ⧈

KR991251 ➀ ● ●

REMARKS
1 Protect the alabaster block 
against direct sunlight and 
temperatures above 50°C.
➋ Lumen output may vary due 
to the use of natural products.

IP40
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kreon    oran object
craft - stone

catalogue 3kreon.com/oran

CRI CCT Voltage Wattage Fixture lumen

1 LED CRI90+ 2700K/3000K 230V 6,7W 43lm

➁ LED CRI90+ 2700K/3000K 230V 6,7W 307lm
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oran object stone ➊ ➋ ○ KR991031 ➀ ● ● ●
● KR991032 ➀ ● ● ● ● ●

oran object craft ○ KR991341 ➁ ● ● ● ● ●
● KR991342 ➁ ● ● ● ● ● ● ●

REMARKS
➊ Protect the alabaster block 
against direct sunlight and 
temperatures above 50°C.
➋ Lumen output may vary due 
to the use of natural products.

The base is supplied with a 
europlug. The length of the 
power cord is 1,2 m.

The stated dimensions of the 
glass and alabaster are only to 
be used as a reference. Actual 
dimensions may vary. Each unit 
is unique due to the artisanal 
production technique. 

Gear included.
4 IP40 


