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catalogue 4kreon.com

kreon    48V track surface, pendant, recessed

kreon 48V track is a range of low voltage profiles consisting of 
a surface-mounted, pendant, recessed and a deep recessed 
variant. 

An exteded range of spots, with 48V adapter, can easily be 
clicked on any desired place on the track thanks to a brilliant 
magnetic system. As a result, you do not need any additional 
tools for the installation of the luminaires. The position or 
rotation of the luminaire can be adjusted at any time and 
within a few seconds.
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kreon    48V magnetic track system
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➊ surface ➋ pendant ➌ recessed ➍ deep recessed 40

product series compatibility

kreon diapason

40 ● ● ● ●

80 ● ● ●

120 ● ● ●

kreon holon 40

fixed single ● ● ● ●

fixed double ● ● ● ●

directional ● ● ●

pendant ● ● ● ●

kreon lini 10

● ● ● ●

kreon oran

pendant ● ● ● ●

kreon prologe 40

fixed single ● ● ● ●

fixed double ● ● ● ●

kreon    48V track  
    overview

Project Private residence
Location Londen, UK

Architect Syte Architects
Photographer Olly Hammick
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kreon    48V track profiles
              surface mounted and suspended

catalogue 4

1    Standard low voltage track profile
2    End cap standard
3    Straight connector
4    Feed
5    Reinforcing bracket to connect two tracks mechanically
6    Pendant clip
➆    Steel wire for suspended profile
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kreon    48V track profiles
             recessed

Project Brasserie Julienne
Location Hoogstraten, Belgium

Architect Karin Janssens interiors
Photographer Arne Jennard

1 Recessed profile
2 End cap standard
3 Straight connector
4 Feed
5 Reinforcing bracket to connect two tracks mechanically
6 Mounting bracket to mount the recessed profile
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kreon    48V track profiles
deep recessed

catalogue 4

1    Straight connector
2    Downlight on-track
3    48V track profile
4    Feed connector
5    kreon deep recessed profile
6    48V track corner cut
➆    Deep recessed corner cut
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kreon    48V track profiles
             surface mounted and suspended
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48V track

L-joint

Casambi gateway

catalogue 4

Standard low voltage track profile ○ KR746411 1000mm, white

● KR746412 1000mm, black

○ KR746421 2000mm, white

● KR746422 2000mm, black

○ KR746431 3000mm, white

● KR746432 3000mm, black

Accessories ○ KR746401 End cap standard low voltage track, white

● KR746402 End cap standard low voltage track, black

○ KR746511 Feed connector low voltage, white

● KR746512 Feed connector low voltage, black

○ KR746531 Straight connector low voltage, white

● KR746532 Straight connector low voltage, black

○ KR746611 L-connector low voltage, white

● KR746612 L-connector low voltage, black

○ KR746701 Mechanical L-joint, white

● KR746702 Mechanical L-joint, black

KR746920 Cutting tool for track conductors

Power supply KR790474 Power supply 48Vdc, 60W

KR790475 Power supply 48Vdc, 100W

KR790476 Power supply 48Vdc, 240W (IP67)

Suspension components KR746710 Suspension steel wire 1500mm

KR746810 Suspension steel wire 2500mm

KR746830 Pendant clip for suspension by steel wire, short

KR746930 Pendant clip for suspension by steel wire, long  – can be used as reinforcing bracket to connect two pieces of tracks

Gearbox ➊ ○ KR790173 Gearbox, white 30W

● KR790174 Gearbox, black 30W

○ KR790175 Gearbox, white 60W

● KR790176 Gearbox, black 60W

○ KR790177 Gearbox, white 100W

● KR790178 Gearbox, black 100W

Casambi gateway ➋ ○ KR762171 Casambi DALI gateway for 48vdc track, white

● KR762172 Casambi DALI gateway for 48vdc track, black

Gearbox

REMARKS
➊ Use gearbox only with sur-
face mounted profile. 

➋ Use Casambi DALI gateway 
only with DALI enabled 48V 
track luminaires
max. 48Vdc, rated current max. 
15A, class III (SELV)
RAL colour of white profile: 
RAL9016
RAL colour of black profile: 
RAL9005
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kreon    48V track profiles
             recessed
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Casambi gateway

48V track, recessed

catalogue 4

REMARKS
➊ Use Casambi DALI gateway 
only with DALI enabled 48V 
track luminaires
max. 48Vdc, rated current max. 
15A, class III (SELV)
Thickness boardmaterial: 12,5; 
15 or 18 mm
RAL colour of white profile: 
RAL9016
RAL colour of black profile: 
RAL9005

Recessed, trimless low voltage track profile ● KR746110 Recessed profile, 1000mm

● KR746120 Recessed profile, 2000mm

● KR746130 Recessed profile, 3000mm

Accessories ● KR746602 End cap recessed low voltage track

○ KR746511 Feed connector low voltage, white

● KR746512 Feed connector low voltage, black

○ KR746531 Straight connector low voltage, white

● KR746532 Straight connector low voltage, black

○ KR746611 L-connector low voltage, white

● KR746612 L-connector low voltage, black

KR746800 Reinforcing bracket to join two pieces of low voltage recessed track

KR746900 Mounting bracket for recessed low voltage profile

KR746920 Cutting tool for track conductors

Power supply KR790474 Power supply 48Vdc, 60W

KR790475 Power supply 48Vdc, 100W

KR790476 Power supply 48Vdc, 240W (IP67)

Casambi gateway ➊ ○ KR762171 Casambi DALI gateway for 48vdc track, white

● KR762172 Casambi DALI gateway for 48vdc track, black
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kreon    48V track profiles
             deep recessed
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deep recessed profile ○ KR745201 ■ ■
● KR745202 ■ ■

standard configurations ➋

length is 2038mm ○ KR945601 deep recessed profile 2038mm, white ■
● KR945602 deep recessed profile 2038mm, black ■

length is 3038mm ○ KR945701 deep recessed profile 3038mm, white ■
● KR945702 deep recessed profile 3038mm, black ■

length is 4071mm ○ KR945801 deep recessed profile 4071mm, white ■
● KR945802 deep recessed profile 4071mm, black ■

length is 5071mm ○ KR945901 deep recessed profile 5071mm, white ■
● KR945902 deep recessed profile 5071mm, black ■

REMARKS
➊ Accessories on page 456-457
➋ Standard configurations are supplied with 
included 48Vdc track profile +  feed connector

Min. depth: 80mm
thickness boardmaterial: 12,5mm
Length is made-to-measure, max. 6000mm
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kreon    48V track profiles
             deep recessed
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Casambi gateway

catalogue 4

■ Required accessories

48Vdc track ○ KR745401 48Vdc track, 1000mm, white

● KR745402 48Vdc track, 1000mm, black

○ KR745501 48Vdc track, 2000mm, white

● KR745502 48Vdc track, 2000mm, black

○ KR745601 48Vdc track, 3000mm, white

● KR745602 48Vdc track, 3000mm, black

Feed connector ○ KR746511 End feed connector, white

● KR746512 End feed connector, black

■ Optional accessories

Corner cut ➊ ○ KR765501 90° corner cut deep recessed profile, white

● KR765502 90° corner cut deep recessed profile, black

○ KR765601 48Vdc track, corner cut 90°, white

● KR765602 48Vdc track, corner cut 90°, black

Power supply KR790474 Power supply, 48Vdc, 60W

KR790475 Power supply, 48Vdc, 100W

KR790476 Power supply, 48Vdc, 240W

Connectors ○ KR746531 Straight connector low voltage, white

● KR746532 Straight connector low voltage, black

○ KR746611 L-connector low voltage, white

● KR746612 L-connector low voltage, black

Cutting tool ➋ KR746920 Cutting tool for track conductors

Casambi gateway ○ KR762171 Casambi DALI gateway for 48vdc track, white

● KR762172 Casambi DALI gateway for 48vdc track, black

REMARKS
max. 48Vdc, rated current max. 15A, class III 
(SELV)
kreon deep recessed 40 track profile is 
supplied on requested length. Required track 
profiles need to be ordered separately and 
cut to the required length on site.

➊ Not applicable on standard configured 
lengths.
➋ In case the 48Vdc tracks need to be 
shortened during installation, use the special 
pliers to cut back the copper wires of the 
track.
IP40
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diapason 40 on-track

kreon    48V track luminaires
             diapason

catalogue 4

REMARKS
➊ Recommended to use in 
combination with active 1-10V 
dimming. It is recommended 
not to use 1-10V dim fixtures 
having no 1-10V signal 
connected to the track.

Black luminaire with copper 
lamphead
4 IP40

C
ol

ou
r

KR
-c

od
e

Li
gh

t s
ou

rc
es

8
0
2
7

27
00

K,
 C

RI
80

+

8
0
3
0

30
00

K,
 C

RI
80

+

90
27

27
00

K,
 C

RI
90

90
30

30
00

K,
 C

RI
90

SP Sp
ot

  (
12

°)

FL Fl
oo

d 
(2

4°
)

W
FL

W
id

e 
flo

od
 (

38
°)

SW Sw
itc

ha
bl

e 
O

N
/O

FF

V
D

1-
10

V 
di

m
m

in
g 

➊

D
D

D
AL

I d
im

m
in

g

diapason 40 on-track ○ KR906621 ➀ ● ● ● ● ● ● ● ● ● ●
● KR906622 ➀ ● ● ● ● ● ● ● ● ● ●

CRI CCT Voltage Wattage Fixture lumen

➀ LED CRI80+ 2700K/3000K 48V 4,5W 141lm

CRI90+ 2700K/3000K 48V 4,5W 109lm
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diapason 80 on-track

kreon    48V track luminaires
             diapason 80

catalogue 4

REMARKS
➊ Not suitable for use with 48V 
deep recessed track 40 
➋ Recommended to use in 
combination with active 1-10V 
dimming. It is recommended 
not to use 1-10V dim fixtures 
having no 1-10V signal 
connected to the track.
➌ Lenses only in combination 
with a glare preventor. Max. 2 
accessories per glare preventor.

 Black luminaire with copper 
lamphead
4 IP40
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diapason 80 on-track ➊ ○ KR916621 ➀ ● ● ● ● ● ● ● ● ● ● ■
● KR916622 ➀ ● ● ● ● ● ● ● ● ● ● ■

KR916625 ➀ ● ● ● ● ● ● ● ● ● ● ■

CRI CCT Voltage Wattage Fixture lumen

➀ LED CRI80+ 2700K/3000K 48V 8,2W 557lm

CRI90+ 2700K/3000K 48V 8,2W 428lm

■ Optional accessories

Glare preventer for diapason 80 ○ KR706721 Straight glare preventer, white (H 30)

● KR706722 Straight glare preventer, black (H 30)

○ KR706731 Rounded glare preventer, white (H 54)

● KR706732 Rounded glare preventer, black (H 54)

Louvres and lenses for diapason 80 ➌ KR706070 Anti-glare louvre

KR706270 Diffusing lens
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kreon    48V track luminaires
             diapason 120

catalogue 4

REMARKS
➊ Not suitable for use with 48V 
deep recessed track 40 
➋ Recommended to use in 
combination with active 1-10V 
dimming. It is recommended 
not to use 1-10V dim fixtures 
having no 1-10V signal connec-
ted to the track.
➌ Lenses only in combination 
with a glare preventor. Max. 2 
accessories per glare preventor.

4 IP40
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diapason 120 on-track ➊ ○ KR926621 1 ● ● ● ● ● ● ● ● ● ● ● ● ■
● KR926622 1 ● ● ● ● ● ● ● ● ● ● ● ● ■

CRI CCT Voltage Wattage Fixture lumen

➀ LED SP CRI83 2700K/3000K 48V 22W 1185lm

CRI90 2700K/3000K 48V 22W 1185lm

CRI98 2700K/3000K 48V 22W 939lm

FL & 
WFL CRI83 2700K/3000K 48V 19W 1761lm

CRI90 2700K/3000K 48V 19W 1761lm

CRI98 2700K/3000K 48V 22,4W 1794lm

■ Optional accessories diapason 120

Glare preventer for diapason 120 ○ KR706821 Straight glare preventer, white (H 40)

● KR706822 Straight glare preventer, black (H 40)

○ KR706831 Rounded glare preventer, white (H 90)

● KR706832 Rounded glare preventer, black (H 90)

Louvres and lenses for diapason 120 ➌ KR706080 Anti-glare louvre

KR706180 Sculpture lens

KR706280 Diffusing lens

Straight glare preventer Rounded glare preventer
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kreon    48V track luminaires
            holon 40
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holon 40 pendant on-track

catalogue 4

CRI CCT Voltage Wattage Drive current Fixture lumen

➀ LED CRI90+ 2700K/3000K 48V 10,9W 558lm

darklight CRI90+ 2700K/3000K 8,4W 700mA 420lm

➁ LED CRI90+ 2700K/3000K 48Vdc 11W 420lm

REMARKS
➊ Only available in 
combination with black louvre 
and CRI90+.
➋ Recommended to use in 
combination with active 1-10V 
dimming. It is recommended 
not to use 1-10V dim fixtures 
having no 1-10V signal 
connected to the track. 
➌ Not suitable for use with 48V 
deep recessed track 40.

IP40

■ Optional accessories

Lenses and louvres holon 40 directional KR762000 Anti-glare louvre

KR762200 Diffusing lens
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holon 40 directional on-track ➌ ○ KR962611 1 ● ● ● ● ● ● ● ● ● ● ■
● KR962612 1 ● ● ● ● ● ● ● ● ● ● ■

holon 40 pendant on-track ○ KR945401 2 ● ● ● ● ● ● ● ● ● ● ■
● KR945402 2 ● ● ● ● ● ● ● ● ● ● ■
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kreon    48V track luminaires
            prologe 40

prologe 40 directional on-track

catalogue 4

CRI CCT Voltage Wattage Fixture lumen

➀ LED CRI90+ 2700K/3000K 48V 10,9W 547lm

darklight CRI90+ 2700K/3000K 48V 10,9W 417lm

REMARKS
➊ Louvre dor DL/WDL is 
always black.
➋ Not suitable for use with 48V 
deep recessed track 40.
➌ The track adapter has the 
same colour as the luminaire.

Compatible with 48V low 
voltage track.

IP40

■ Optional accessories

Low voltage track See page 394
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prologe 40 directional on-track ➋ ○ KR967351 1 ● ● ● ● ● ● ● ■
● KR967352 1 ● ● ● ● ● ● ● ■
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kreon    holon 60

REMARKS
◐ white luminaire with black 
louvre

IP40
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holon 60 directional, on-track 48Vdc, low louvre
Gear: incl. 4

○ KR962771 1 ● ● ● ● ● ● ● ● ● ● ● ● ●
● KR962772 1 ● ● ● ● ● ● ● ● ● ● ● ● ●

holon 60 directional, on-track 48Vdc, deep recessed louvre
Gear: incl. 4

○ KR962671 2 ● ● ● ● ● ● ● ● ● ● ● ●
● KR962672 2 ● ● ● ● ● ● ● ● ● ● ● ●
◐ KR962675 2 ● ● ● ● ● ● ● ● ● ● ● ●

CRI CCT Wattage Voltage Fixture lumen

➀ LED SSP & 
SP

CRI90 2700K/3000K/4000K 10,2W 48V 808lm

CRI95 2700K/3000K/4000K 48V 727lm

FL& 
WFL

CRI90 2700K/3000K/4000K 18,5W 48V 1616lm

CRI95 2700K/3000K/4000K 48V 1454lm

➁ LED SSP & 
SP

CRI90 2700K/3000K/4000K 10,2W 48V 788lm

CRI95 2700K/3000K/4000K 48V 709lm

FL CRI90 2700K/3000K/4000K 18,5W 48V 1523lm

CRI95 2700K/3000K/4000K 48V 1370lm
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oran pendant on-track
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kreon    48V track luminaires
            oran pendant craft

CRI CCT Voltage Wattage Fixture lumen

➀ LED CRI90+ 2700K/3000K 48Vdc 9,5W 307lm

REMARKS
➊ Recommended to use in 
combination with active 1-10V 
dimming. It is recommended 
not to use 1-10V dim fixtures 
having no 1-10V signal 
connected to the track.

IP40
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oran pendant craft sphere bulb on-track ○ KR991721 1 ● ● ● ● ●
● KR991722 1 ● ● ● ● ●

oran pendant craft long ampoule on-track ○ KR991921 1 ● ● ● ● ●
● KR991922 1 ● ● ● ● ●



451  kreon.com450  

recessed
mounted

pendant
mounted

surface
mounted

deep
recessed
mounted

75

80

40

15
2

30
00

13
4

75

40

kreon    48V track luminaires
            oran pendant stone

oran pendant, stone

catalogue 4
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oran pendant stone on-track, large cube ➊ ➋ ○ KR991261 1 ● ● ● ● ●
● KR991262 1 ● ● ● ● ●

oran pendant stone on-track, large cylinder ➊ ➋ ○ KR991161 1 ● ● ● ● ●
● KR991162 1 ● ● ● ● ●

oran pendant stone on-track, small cylinder ➊ ➋ ○ KR991361 1 ● ● ● ● ●
● KR991362 1 ● ● ● ● ●

oran pendant stone on-track, long cylinder ➊ ➋ ○ KR991461 1 ● ● ● ● ●
● KR991462 1 ● ● ● ● ●

REMARKS
➊ Protect the alabaster block 
against direct sunlight and 
temperatures above 50°C.
➋ Lumen output may vary due 
to the use of natural products.

Gear included.
4 IP40 

CRI CCT Wattage Drive current Fixture lumen

1 LED CRI90+ 2700K/3000K 9,2W 700mA ➋ 315lm
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oran pendant glass, cylinder, E1+F1
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oran pendant glass, cone, H1+H2

kreon    48V track luminaires
            oran pendant glass

catalogue 4
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oran pendant glass on-track, cylinder, E1 ○ KR971161 1 ● ● ● ● ●
● KR971162 1 ● ● ● ● ●

oran pendant glass on-track, double cylinder, F1 ○ KR971361 2 ● ● ● ● ●
● KR971362 2 ● ● ● ● ●

oran pendant glass on-track, cone, H1 ○ KR971261 3 ● ● ● ● ●
● KR971262 3 ● ● ● ● ●

oran pendant glass on-track, cone, H2 ○ KR971461 4 ● ● ● ● ●
● KR971462 4 ● ● ● ● ●

CRI CCT Wattage Drive current Fixture lumen

➀ LED CRI90+ 2700K/3000K 8,4W 700mA  450lm

➁ LED CRI90+ 2700K/3000K 8,4W 700mA 444lm

➂ LED CRI90+ 2700K/3000K 8,4W 700mA 438lm

➃ LED CRI90+ 2700K/3000K 8,4W 700mA TBD

REMARKS
➊ The stated dimensions of the 
glass are only to be used as a 
reference. Actual dimensions 
may vary. Each unit is unique 
due to the artisanal production 
technique. 

Use in combination with a 48V 
low voltage track system (see 
page 440).

Thickness boardmaterial: 
9-14mm

Gear excluded.
4 IP40 
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kreon    48V track luminaires
             holon & prologe 40 downlight
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40 single downlight on-track

40 double downlight on-track

40 single wallwasher on-track
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catalogue 4
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holon 40 single downlight on-track
○ KR945001 1 ● ● ● ● ● ● ● ● ● ●
● KR945002 1 ● ● ● ● ● ● ● ● ● ●
◐ KR945005 1 ● ● ● ● ● ● ● ● ● ●

holon 40 single wallwasher on-track ○ KR945101 2 ● ● ● ● ●
● KR945102 2 ● ● ● ● ●

holon 40 double downlight on-track
○ KR945201 3 ● ● ● ● ● ● ● ● ● ●
● KR945202 3 ● ● ● ● ● ● ● ● ● ●
◐ KR945205 3 ● ● ● ● ● ● ● ● ● ●

prologe 40 single downlight on-track
○ KR945011 1 ● ● ● ● ● ● ● ● ● ●
● KR945012 1 ● ● ● ● ● ● ● ● ● ●
◐ KR945015 1 ● ● ● ● ● ● ● ● ● ●

prologe 40 single wallwasher on-track ○ KR945111 2 ● ● ● ● ●
● KR945112 2 ● ● ● ● ●

prologe 40 double downlight on-track
○ KR945211 3 ● ● ● ● ● ● ● ● ● ●
● KR945212 3 ● ● ● ● ● ● ● ● ● ●
◐ KR945215 3 ● ● ● ● ● ● ● ● ● ●

REMARKS
➊ The track adapter has the 
same colour as the luminaire

IP40

CRI CCT Voltage Wattage Fixture lumen

1 LED SP/FL/WFL CRI90+ 2700K/3000K 48Vdc 4,5W 190lm

DL/WDL CRI90+ 2700K/3000K 48Vdc 10,7W 375lm

➁ LED CRI90+ 2700K/3000K 48Vdc 6,5W 290lm

➂ LED SP/FL/WFL CRI90+ 2700K/3000K 48Vdc 6,5W 2x 190lm

DL/WDL CRI90+ 2700K/3000K 48Vdc 18,9W 2x 375lm
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kreon    holon 60

holon 60 wallwasher on-track, 48V

holon 60 fixed on-track, 48V

REMARKS
◐ white luminaire with black 
louvre

IP40
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holon 60 fixed, on-track 48Vdc, low louvre
Gear: incl. 4

○ KR962081 1 ● ● ● ● ● ● ● ● ● ● ● ● ●
● KR962082 1 ● ● ● ● ● ● ● ● ● ● ● ● ●

holon 60 fixed, on-track 48Vdc, deep recessed louvre
Gear: incl. 4

○ KR962281 2 ● ● ● ● ● ● ● ● ● ● ● ●
● KR962282 2 ● ● ● ● ● ● ● ● ● ● ● ●
◐ KR962285 2 ● ● ● ● ● ● ● ● ● ● ● ●

holon 60 wallwasher, on-track 48Vdc
Gear: incl. 4

○ KR962181 3 ● ● ● ● ● ● ● ● ●
● KR962182 3 ● ● ● ● ● ● ● ● ●

CRI CCT Wattage Voltage Fixture lumen

➀ LED SSP & 
SP

CRI90 2700K/3000K/4000K 10,2W 48V 808lm

CRI95 2700K/3000K/4000K 48V 727lm

FL& 
WFL

CRI90 2700K/3000K/4000K 18,5W 48V 1616lm

CRI95 2700K/3000K/4000K 48V 1454lm

➁ LED SSP & 
SP

CRI90 2700K/3000K/4000K 10,2W 48V 788lm

CRI95 2700K/3000K/4000K 48V 709lm

FL CRI90 2700K/3000K/4000K 18,5W 48V 1523lm

CRI95 2700K/3000K/4000K 48V 1370lm

➂ LED WW CRI90 2700K/3000K/4000K 12,7W 48V TBD

CRI95 2700K/3000K/4000K 48V TBD
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kreon    48V track luminaires    
             lini 10 

166

L = 911 / 1211 / 1511

24

360°

lini 10 on-track

catalogue 4

CRI CCT Voltage Wattage Fixture lumen

1 LED 09 CRI90 2700K/3000K 48V 15,5W 466lm

12 CRI90 2700K/3000K 48V 17,3W 620lm

15 CRI90 2700K/3000K 48V 21,6W 774lm

REMARKS 

4 IP40
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lini 10 on-track ○ KR974811 1 ● ● ● ● ● ● ● ●
● KR974812 1 ● ● ● ● ● ● ● ●

KR974814 1 ● ● ● ● ● ● ● ●
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kreon    230V track

erubo on-track
466

holon 60 & holon 80 
on-track
468

230V track profile
460

recessed mountedsurface mounted pendant mounted

catalogue 4kreon.com

The kreon 230V track range is available in black and white 
can be surface mounted, suspended or recessed mounted 
and be equipped with kreon erubo on-track, kreon holon 80 
directional on-track and kreon rei on-track.

With a 230V track system, there is only one mains power 
connection on the ceiling needed, without the need for an 
additional power supply unit.

*Number of fixtures is limited depending of the lenght of the track and the current load.
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kreon    230V track
surface & recessed mounted, suspended

catalogue 4

mounting bracket 
recessed profile

recessed profile 
snap hanger

pendant clip 
for suspension

REMARKS
1 Recessed profile of 4073mm 
(to be cut on installation 
site) is to be combined with 
surface mounted track. 
Required accessories to be 
chosen between KR726056 or 
KR726057.
2 1 bracket for gypsum 
installation
➌ Set of 6 snap hangers to 
suspend recessed profile.
Other accessories available on 
request

white = RAL9016
black = RAL9005

3~circuit track ○ KR726021 2000mm, white

● KR726022 2000mm, black

○ KR726031 3000mm, white

● KR726032 3000mm, black

Accessories ○ KR726501 End cap, white

● KR726502 End cap, black

○ KR726511 End feed, earth left, white

● KR726512 End feed, earth left, black

○ KR726521 End feed, earth right, white

● KR726522 End feed, earth right, black

○ KR726531 Mid feed, white

● KR726532 Mid feed, black

○ KR726541 Straight connector, no feed, white

● KR726542 Straight connector, no feed, black

○ KR726721 L-coupler with feeding option, earth outside, white

● KR726722 L-coupler with feeding option, earth outside, black

○ KR726621 L-coupler with feeding option, earth inside, white

● KR726622 L-coupler with feeding option, earth inside, black

○ KR726041 Track cover, 1000mm, white

● KR726042 Track cover, 1000mm, black

Recessed installation KR726055 Recessed profile for surface track ➊

KR726056 Mounting bracket recessed profile ➋

KR726057 Recessed profile snap hanger ➌

Suspension components KR726963 Suspension steel wire 1500mm

KR726973 Suspension steel wire 3000mm

○ KR726821 Pendant clip for suspension by steel wire, white

● KR726822 Pendant clip for suspension by steel wire, black

recessed profile

L-coupler

3~circuit track
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kreon    230V track + databus

3678

36
78

surface & recessed mounted, suspended

catalogue 4

mounting bracket 
recessed profile

recessed profile 
snap hanger

pendant clip 
for suspension

REMARKS
1 Recessed profile of 4073 
mm (to be cut on installation 
site) is to be combined with 
surface mounted track. 
Required accessories to be 
chosen between KR726056 or 
KR726057.
2 1 bracket for gypsum 
installation
➌ Set of 6 snap hangers to 
suspend recessed profile.

white = RAL9016
black = RAL9005

3~circuit track + databus ○ KR736021 2000mm, white

● KR736022 2000mm, black

○ KR736031 3000mm, white

● KR736032 3000mm, black

Accessories ○ KR726501 End cap, white

● KR726502 End cap, black

○ KR736511 End feed, earth left + databus, white

● KR736512 End feed, earth left + databus, black

○ KR736521 End feed, earth right + databus, white

● KR736522 End feed, earth right + databus, black

○ KR736531 Mid feed + databus, white

● KR736532 Mid feed + databus, black

○ KR736541 Straight connector, no feed + databus, white

● KR736542 Straight connector, no feed + databus, black

○ KR736721 L-coupler with feeding option, earth outside + databus, white

● KR736722 L-coupler with feeding option, earth outside + databus, black

○ KR736621 L-coupler with feeding option, earth inside + databus, white

● KR736622 L-coupler with feeding option, earth inside + databus, black

○ KR726041 Track cover, 1000mm, white

● KR726042 Track cover, 1000mm, black

Recessed installation KR726055 Recessed profile for surface track 1

KR726056 Mounting bracket recessed profile 2

KR726057 Recessed profile snap hanger ➌

Suspension components KR726963 Suspension steel wire 1500mm

KR726973 Suspension steel wire 3000mm

○ KR726821 Pendant clip for suspension by steel wire, white

● KR726822 Pendant clip for suspension by steel wire, black

3~circuit track + databus

recessed

L-coupler
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kreon    230V track
surface & recessed mounted, suspended

catalogue 4

1    3-circuit track + databus, available in 2000mm or 3000mm in white or black
2    End cap
3    Straight connector to connect two tracks
4    Mid feed for electrical wiring in the middle
5    End feed for electrical wiring at the end (left or right)
6    Plasterkit for recessed mounting
➆    Mounting brackets for screwing the recessed track in the ceiling
8    Snap hangers
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2 x 180°/90°

kreon    230V track luminaires
             erubo on-track

erubo on-track

catalogue 4

REMARKS
1 In case of 1-10V or DALI, use 
track accessories with databus.

Gear included.
IP40

CRI CCT Wattage Fixture lumen

➀ LED FL & 
WFL

CRI83 2700K/3000K 15,2W 1595lm

CRI90 2700K/3000K/4000K 15,2W 1595lm

➁ LED

FL & 
WFL

CRI83 2700K/3000K 19,1W 1595lm

CRI90 2700K/3000K/4000K 19,1W 1595lm

CRI98 2700K/3000K/4000K 17,2W 1037lm

■ Optional accessories

Lenses KR762002 Anti-glare louvre
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erubo on-track
phase dimming

○ KR927635 ➀ ● ● ● ● ● ● ● ● ■
● KR927632 ➀ ● ● ● ● ● ● ● ● ■

erubo on-track
1-10v dimming

○ KR927645 ➁ ● ● ● ● ● ● ● ● ● ● ● ■
● KR927642 ➁ ● ● ● ● ● ● ● ● ● ● ● ■

erubo on-track
DALI dimming

○ KR927655 ➁ ● ● ● ● ● ● ● ● ● ● ● ■
● KR927652 ➁ ● ● ● ● ● ● ● ● ● ● ● ■
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holon 60 directional on-track, 230V, -SW

holon 60 directional on-track, 230V, -DD

catalogue 4

kreon    holon 60

REMARKS
◐ white luminaire with black 
louvre

IP40
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holon 60 directional, on-track 230Vdc (Eutrac), low louvre
Gear: incl. ⏚

○ KR962971 1 ● ● ● ● ● ● ● ● ● ● ● ● ■ ■
● KR962972 1 ● ● ● ● ● ● ● ● ● ● ● ● ■ ■

holon 60 directional, on-track 230Vdc (Eutrac), deep recessed louvre
Gear: incl. ⏚

○ KR962871 2 ● ● ● ● ● ● ● ● ● ● ● ■ ■
● KR962872 2 ● ● ● ● ● ● ● ● ● ● ● ■ ■
◐ KR962875 2 ● ● ● ● ● ● ● ● ● ● ● ■ ■

CRI CCT Wattage Voltage Fixture lumen

➀ LED SSP & 
SP

CRI90 2700K/3000K/4000K 10,2W 230V 808lm

CRI95 2700K/3000K/4000K 230V 727lm

FL& 
WFL

CRI90 2700K/3000K/4000K 18,5W 230V 1616lm

CRI95 2700K/3000K/4000K 230V 1454lm

➁ LED SSP & 
SP

CRI90 2700K/3000K/4000K 10,2W 230V 788lm

CRI95 2700K/3000K/4000K 230V 709lm

FL CRI90 2700K/3000K/4000K 18,5W 230V 1523lm

CRI95 2700K/3000K/4000K 230V 1370lm
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holon 60 fixed on-track, 230V, -SW/-DD

holon 60 wallwasher on-track, 230V, -SW/-DD

catalogue 4

kreon    holon 60

REMARKS
◐ white luminaire with black 
louvre

IP40
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holon 60 fixed, on-track 230Vdc (Eutrac), low louvre
Gear: incl. ⏚

○ KR962381 1 ● ● ● ● ● ● ● ● ● ● ● ● ■ ■
● KR962382 1 ● ● ● ● ● ● ● ● ● ● ● ● ■ ■

holon 60 fixed, on-track 230Vdc (Eutrac), deep recessed louvre
Gear: incl. ⏚

○ KR962581 2 ● ● ● ● ● ● ● ● ● ● ● ■ ■
● KR962582 2 ● ● ● ● ● ● ● ● ● ● ● ■ ■
◐ KR962585 2 ● ● ● ● ● ● ● ● ● ● ● ■ ■

holon 60 wallwasher, on-track 230Vdc (Eutrac)
Gear: incl. ⏚

○ KR962481 3 ● ● ● ● ● ● ● ● ■ ■
● KR962482 3 ● ● ● ● ● ● ● ● ■ ■

CRI CCT Wattage Voltage Fixture lumen

➀ LED SSP & 
SP

CRI90 2700K/3000K/4000K 10,2W 230V 808lm

CRI95 2700K/3000K/4000K 230V 727lm

FL& 
WFL

CRI90 2700K/3000K/4000K 18,5W 230V 1616lm

CRI95 2700K/3000K/4000K 230V 1454lm

➁ LED SSP & 
SP

CRI90 2700K/3000K/4000K 10,2W 230V 788lm

CRI95 2700K/3000K/4000K 230V 709lm

FL CRI90 2700K/3000K/4000K 18,5W 230V 1523lm

CRI95 2700K/3000K/4000K 230V 1370lm

➂ LED WW CRI90 2700K/3000K/4000K 12,7W 230V TBD

CRI95 2700K/3000K/4000K 230V TBD



475  kreon.com474  

kreon    230V track
     holon 80 directional on-track

20
6

Ø85

360°/90°

kreon    230V track luminaires
     holon 80 directional on-track

20
6

Ø85

holon directional 80 on-track

catalogue 4

C
ol

ou
r

KR
-c

od
e

Li
gh

t s
ou

rc
es

8
3
2
7

27
00

K,
 C

RI
83

8
3
3
0

30
00

K,
 C

RI
83

8
3
4
0

40
00

K,
 C

RI
83

9
0
2
7

27
00

K,
 C

RI
90

9
0
3
0

30
00

K,
 C

RI
90

9
0
4
0

40
00

K,
 C

RI
90

9
8
2
7

27
00

K,
 C

RI
98

9
8
3
0

30
00

K,
 C

RI
98

9
8
4
0

40
00

K,
 C

RI
98

S
P Sp

ot
 (

14
°)

F
L Fl
oo

d 
(3

0°
)

W
F
L

W
id

e 
flo

od
 (

38
°)

S
W Sw

itc
ha

bl
e 

O
N

/O
FF

V
D 1-
10

V 
di

m
m

in
g 

➋

D
D

D
AL

I d
im

m
in

g

O
pt

io
na

l a
cc

es
so

rie
s

holon 80 directional on-track 1 ○ KR962241 1 ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ■
● KR962242 1 ● ● ● ● ● ● ● ● ● ● ● ● ● ● ● ■

REMARKS
➊ In case of 1-10 V or DALI 
dimming, use 3~tracksystem 
230V with databus. 
➋ Recommended to use in 
combination with active 1-10V 
dimming. It is recommended 
not to use 1-10V dim fixtures 
having no 1-10V signal 
connected to the track.
➌ One optional lens or louvre 
possible.

IP40

■ Optional accessories

Lenses and louvres ➌ KR762002 Anti-glare louvre

KR726100 Sculpture lens

KR726200 Diffusing lens

CRI CCT Voltage Wattage Fixture lumen

1 LED SP CRI83 2700K/3000K/4000K 230V 15,6W 1067lm

CRI90 2700K/3000K/4000K 230V 15,6W 1067lm

CRI98 2700K/3000K/4000K 230V 15,2W 763lm

FL & 
WFL

CRI83 2700K/3000K/4000K 230V 15,2W 1610lm

CRI90 2700K/3000K/4000K 230V 17,1W 1610lm

CRI98 2700K/3000K/4000K 230V 12,9W 1127lm


