
431430 

kreon    up in-line 

catalogue 3kreon.com/up-in-line

up in-line 165 circular, white

up in-line 165, blackup in-line 80 circular, whiteup in-line 80 wallwasher, black

kreon up in-line is a range of floor recessed uplighters 
characterised by its minimal appearance and optical 
functionality. The range, offered in two sizes in both square 
and circular, is finished with black or white backed toughened 
glass. LED modules are deep-set within the luminaires 
and are controlled by a choice of anti-glare louvres for 
precise uplighting, brightness limiting diffusers for ambient 
or orientation lighting and wallwash optics for vertical 
luminance.

kreon up in-line benefits from a stainless steel trim that 
provides a seamless juncture to minimise integration. The 
units are sealed to IP67 and have an aluminium and plastic 
housing to provide protection from the harshest environments. 
The maritime versions are specially pre-treated for maximum 
protection against corrosion in salty environments.

Project CMT 
Location Diepenbeek, Belgium

Architect Pas Interieur
Photographer Serge Brison
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kreon    up in-line 

catalogue 3kreon.com/up-in-line

Project Private Residence   
Location the Netherlands

Architect CS2 Architecten
Photographer Serge Brison
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kreon    up in-line 80

up in-line 80
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60

Ø84

60

up in-line 80 circular wallwasher

up in-line 80 circular

up in-line 80 wallwasher

catalogue 3kreon.com/up-in-line

REMARKS
1 Must be placed on remote

Thickness boardmaterial: 
6-35mm
Gear excluded
4 IP67 - IK09 

■ Optional accessories

Matchbox KR752303 Matchbox for up in-line 80

KR752803 Matchbox for up in-line 80 circular

Driver 1 KR772630 LED driver, 700mA, ON/OFF, 30W (IP68) 

KR772752 LED driver, 700mA, 1-10V, 12W (IP67)

KR772753 LED driver, 700mA, DALI, 35W (IP68)

Removal tool KR752110 Suction cup
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up in-line 80 ○ KR952331 ➀ ● ● ● ● ● ● ● ■
● KR952332 ➀ ● ● ● ● ● ● ● ■

up in-line 80 circular ○ KR952831 ➀ ● ● ● ● ● ● ● ■
● KR952832 ➀ ● ● ● ● ● ● ● ■

Matchbox up in-line 80
Matchbox up in-line 80 
circular

CRI CCT Wattage Drive current Fixture lumen

1 LED FL CRI90+ 2700K/3000K 8,4W 700mA 341lm

DF CRI90+ 2700K/3000K 8,4W 700mA 111lm

WW CRI90+ 2700K/3000K 4W 700mA 263lm
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kreon    up in-line 165

up in-line 165 wallwasher

up in-line 165

Ø154
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up in-line 165 circular wallwasher

up in-line 165 circular

catalogue 3kreon.com/up-in-line

REMARKS
Thickness boardmaterial: 
6-35mm
Gear excluded
IP67 - IK10 

■ Optional accessories

Matchbox KR782104 Matchbox for up (in-line) 165 square

KR782604 Matchbox for up (in-line) 165 circular

Coupling sleeve KR782105 Coupling sleeve

Driver KR772630 LED driver, 700mA, ON/OFF, 30W (IP68)

KR772852 LED driver, 700mA, 1-10V, 30W (IP67)

KR772853 LED driver, 700mA, DALI, 30W (IP68)
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up in-line 165
anti-glare louvre incl.

○ KR982321 ➀ ● ● ● ● ● ● ● ● ● ● ■
● KR982322 ➀ ● ● ● ● ● ● ● ● ● ● ■

up in-line 165 wallwasher ○ KR982381 2 ● ● ● ● ● ● ● ● ● ● ■
● KR982382 2 ● ● ● ● ● ● ● ● ● ● ■

up in-line 165 circular 
anti-glare louvre incl.

○ KR982821 ➀ ● ● ● ● ● ● ● ● ● ● ■
● KR982822 ➀ ● ● ● ● ● ● ● ● ● ● ■

up in-line 165 circular wallwasher ○ KR982881 2 ● ● ● ● ● ● ● ● ● ● ■
● KR982882 2 ● ● ● ● ● ● ● ● ● ● ■

Matchbox up in-line 165 
circularMatchbox up in-line 165

CRI CCT Wattage Drive current Fixture lumen

1 LED CRI83 2700K/3000K/4000K 15,2W 700mA 824lm

CRI90 2700K/3000K/4000K 17,1W 700mA 824lm

CRI98 2700K/3000K/4000K 12,9W 700mA 544lm

2 LED CRI83 2700K/3000K/4000K 15,2W 700mA 1169lm

CRI90 2700K/3000K/4000K 17,1W 700mA 1099lm

CRI98 2700K/3000K/4000K 12,9W 700mA 544lm


