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kreon    wabi

catalogue 3kreon.com/wabi

kreon wabi is an external spotlight. This compact luminaire is 
available with an LED light source, a 30° beam angle and a 
colour temperature of either 2700K or 3000K. kreon wabi comes 
as a single based or bollard mounted spotlight, as a fixed wall 
light or as a pillar.

Project Private residence
Location the Netherlands

Architect CS2 Architecten
Photographer Serge Brison

wabi, glare preventor wabi pillar

wabi bollard

The spotlight luminaire head can be rotated 360° and tilted 
up to 90°. The inclination of the luminaire is lockable and can 
easily be set by using the marks indicated on the fixture. The 
fixed wall luminaire has an asymmetrical beam suitable for 
guiding ilumination.

wabi wall
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kreon    wabi

catalogue 3kreon.com/wabi

Project De Slagmolen
Location Oudsbergen, Belgium

Photographer kreon
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kreon    wabi

wabi

wabi bollard

wabi wall gear incl.

wabi wall gear excl.

catalogue 3kreon.com/wabi

CRI CCT Voltage Wattage Drive current Fixture lumen

1 LED CRI80+ 2700K/3000K 230V 4,1W 350mA 387lm

CRI90+ 2700K/3000K 230V 4,1W 350mA 387lm

2 LED CRI80+ 2700K/3000K 12W 1050mA 645lm

CRI90+ 2700K/3000K 12W 1050mA 783lm

3 LED CRI80+ 2700K/3000K 230V 8,4W 700mA 645lm

CRI90+ 2700K/3000K 230V 8,4W 700mA 645lm

➃ LED CRI90+ 2700K/3000K 4W 240lm

➄ LED CRI90+ 2700K/3000K 230V 4W 700mA 240lm

REMARKS
1 Luminaire is supplied 
with parts for installation on 
concrete.
2 For surface mounted cables.
➌ Driver can be used for max. 
3 fixtures.
➍ Available until stock runs 
out.

Rotation is lockable.
Check installation manual.
IP65

■ Optional accessories

Glare preventor KR743052 Glare preventor (straight black H50)

Optional installation 1 (only for wabi) KR743750 Concrete anchor

KR743850 Ground pin

KR743950 Spacer 2

Driver KR772630 LED driver, 700mA, ON/OFF, 30W (IP68)

KR772752 LED driver, 700mA, 1-10V, 12W (IP67)

KR772853 LED driver, 700mA, DALI, 30W (IP68)

KR772840 LED driver, 1050mA, ON/OFF, 52W (IP68)

KR772862 LED driver, 1050mA, 0/1-10V & DALI, 52W (IP67) ➌

Wall box for wabi wall KR727611 Concrete wall box 

KR727711 Hollow wall box

KR727811 Brick wall box
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wabi
Gear: ON/OFF incl. 6

● KR943052 1 ● ● ● ● ● ■

wabi
Gear: excl. 4

● KR943252 2 ● ● ● ● ● ■

wabi bollard 300
Gear incl. 6

● KR943552 3 ● ● ● ● ● ● ■

wabi bollard 750
Gear incl. 6

● KR943752 3 ● ● ● ● ● ● ■

wabi wall
Gear: ON/OFF incl. 6

● KR943352 ➃ ● ●

wabi wall
Gear: excl. 4

● KR943152 ➄ ● ● ■

Concrete anchor Ground pin Spacer
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kreon    wabi

wabi pillar

catalogue 3kreon.com/wabi

CRI CCT Voltage Wattage Drive current Fixture lumen

1 LED CRI90+ 2700K/3000K 230V 4W 700mA 275lm

REMARKS
1 One per installation
2 Luminaire is supplied 
with parts for installation on 
concrete.

IP66

■ Optional accessories

Optional installation 2 KR743740 Concrete anchor

KR743840 Flooring anchor

Driver KR772630 LED driver, 700mA, ON/OFF, 30W (IP68) 

KR772752 LED driver, 700mA, 1-10V, 12W (IP67)

KR772853 LED driver, 700mA, DALI, 30W (IP68)  

■ Required accessories

Installation kit 1 KR743650 Installation kit 1
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wabi pillar 300 ● KR943062 1 ● ● ● ● ■ ■

wabi pillar 600 ● KR943162 1 ● ● ● ● ■ ■

Concrete anchor Flooring anchor


