vektron specification sheet

product name vektron vento

general information

description Air outlet is vertically and finely spread. Which enables a diffused, non-
centrifugical air flow. It is possible to achieve tangential and
assymmetrical air distribution.

type Linear diffuser integrated in kreon ceiling tile.
purpose Diffusers for cooled and heated air distribution for false ceiling.
application This linear diffuser with adjustable jet direction is used for the supply of

cooled and heated air.

kreon nv
membrane materials Industrieweg Noord 1152
R . K ,' 3660 Oudsbergen
diffuser Dimensions depend on the type, made out of extruded aluminium. Belgium
paint finishing Diffuser has an electrostatically applied polyester powder coating with T+328981 9780

F +32 89819790
M mailbox@kreon.com
color Same color as the used ceiling. www.kreon.com

a minimal paint thickness of 60u in RALQ00S5 or RAL9010.

gloss For vektron standard colors a gloss of 3% to 10%, depending on the
color, is obtained.

acces to ceiling void All ceiling panels to be removable.

technical information

general information Air pattern adjustable in different positions.
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dimensions and spigotdiameters

KL = box length
1/4 1/2 1/4

box height—

KH =
.
N

standard
65

discharge profile length oo - 2500 mm

Discharge Discharge profile Socket

Length  Box length profile length  length with overhang quantity

500 480 500 501-749 1
....... 750 730 750 o :
...... looo 980 looo P .
...... 1250 1230 1250 S .
...... 1500 1480 1500 P i
...... 1750 1730 1750 P :
...... 2 ooo 1980 2000 S B
...... 2 250 2230 2250 o i

(dimensions in mm) 2500 2480 2500 - 2




vektron specification sheet

dimensions for Type AP
AP15-80N AP 18 - 80 N**
AP 15 - 125 N* AP 18 - 125N AP 24 - 125 N
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*dimensions for type INDUL AP 15-125 N
Special height of 37mm (uninsulated)

or 45mm (insulated) to 130mm possible
option.

AP15-80N AP15-125N AP18-80N AP18-125N AP24-125N

Lp =30 dB(A) Vimax [M3/hm] 45 49 59 71 85
L, =35 dB(A) Vimax [M3/hm] 56 62 74 89 107
Lp =40 dB(A) Vimax [M3/hm] 71 78 93 112 135




