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product name vektron fuo linear

general information
description aluminium linear slot diffuser with adjustable air pattern via aluminium 

deflectors
type fuo linear slot diffuser with plenum box - available in 1-4 slots

purpose diffusers for conditioned air distribution for vektron metal ceiling
application designed for installation in vektron metal ceiling. Each slot is 

individually adjustable and equipped with 2 deflector vanes to perfect 
airflow distribution over 180°. All diffusers will be customised according 
the air-volume parameters and installation proportions

membrane materials
integration edge profiles for integration in gypsum (gypsum profile) and vektron 

metal ceiling (half clip in carrier) can be included.
paint finishing The slot diffuser and gypsum profile have electrostatically applied 

polyester powder coating with a paint thickness of minimum 60μ.
Colour corresponding the colour of the metal ceiling tiles. Other colours 
on demand. Slot diffuser and gypsum profile are powder coated. Co-
lour is the same as the ceiling, other colours optional.

technical information
general information - available in 1 – 4 slots

- lengths available from 300mm up to 2000mm (in steps of 1mm) 
- non-operational parts (dummy diffusers): slots are blanked off by 
  black PVC strips
- for supply, horizontal or vertical air supply pattern possible by 
  adjustable deflectors.
- exhaust: without deflectors
- deflectors available in white or black
- plenumbox included with side connection. Insulation available on
  request
- diffusers can be used as for supply and return air purposes.
- corners are available on request. No plenums available for corner  
  parts
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number of slots

1 2 3 4 5 6

A 45 88 131 174 217 260

C 58 58 58 58 58 58

ØD 123 158 198 198 248 248

H 205 255 305 305 355 355

H1 123 155 185 185 210 210

H2 180 230 280 280 330 330

W 46 89 132 175 219 262

(dimensions in mm) L ≤ 1200: 1 diameter / L ≥ 1200: 2 diameters
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noise rating

Qv (m3/h) L (mm)

Lw 600 1000 1500 2000

Fuo line 1 25 dB 64 99 138 174

30 dB 77 119 165 210

35 dB 91 140 195 246

Fuo line 2 25 dB 137 212 296 374

30 dB 165 248 355 450

35 dB 192 296 414 524

Fuo lin 3 25 dB 166 256 356 450

30 dB 200 309 431 540

35 dB 235 362 504 637

Fuo line 4 25 dB 206 320 449 569

30 dB 246 382 535 675

35 dB 286 442 619 786

selection diagram supply
horizontal throw
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technical information plenumbox
general information - plenumbox out of galvanised steel sheet.

- 6 mm melamine insulation possible
- concealed fi xing
- direct and fi xed mounting of the plenum on the diff user (separate
  plenum on request).
- provided with mounting eyes (diam 7)
- available with and without perforated damper manually adjusted
- up to length of 1600mm supplied with one circular inlet spigot. Over
  1600mm two circular spigots.

installation dimensions

number of slots

1 2 3 4

ØD 123 160 200 200

B 97 130 160 160

h 180 230 280 280

H 200 250 300 300

W 46 89 132 175

L= length of slots
L1=L-1
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