
install the m
atchbox according to installation m

anual KR8820001883
(delivered w

ith the m
atchbox)

installation w
ith

m
atchbox

dim
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m
atchbox
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e

26,5V/700m
A

230V

up outdoor 18,5W
 LED

, w
allw

asher
KR982181/KR982182

up in-line outdoor 8,4W
 LED

KR982301/KR982302

26,5V/700m
A

26,5V/700m
A

up in-line outdoor 18,5W
 LED

KR982321/KR982322

up in-line outdoor 18,5W
 LED

, w
allw

asher
KR982821/KR982822

m
atchbox square 

KR782103

KR782104
m

atchbox square for gear incl

155
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97
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align the 3 screw
s in the fram

e w
ith 3 of the holes 

+ nuts in the m
atchbox

use the 3 screw
s to adjust to �x the fram

e onto
the m

atchbox 

2

precaution
13

in case of up outdoor

Please m
ake sure that 

m
ain voltage is disconnected

before proceeding!

- the �xture is IP67 rated
- the �xture is w

ater- and dust thight
- w

ater should be able to �ow
 of the product once installed

- w
hen installed in solid ground (w

ith or w
ithout m

atchbox) additional drainage m
ust be provided (for exam

ple: a bed of gravel)
- m

ake sure the coating (of the housing or other parts) is not dam
aged during installation or m

aintenance w
ork: the dam

age can 
result in corrosion 

   after contact w
ith w

ater
- the �xture should not be placed in road lanes, it should not be exposed to strain due to braking, acceleration and change of

 direction
- in order for the product to take pressure load, a proper foundation for the �xture should be provided by the client
- it is recom

m
ended to use the �xture in ground w

ith a pH
 value betw

een 5 and 8
- client should under no circum

stances open the �xture them
selves, in case of a problem

, the �xture needs to be sent back to 
Kreon



installation w
ith 

m
atchbox

installation w
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m
atchbox

electric connection in case of 8,4W
 LED

electric connection in case of 18,5W
 LED

installation w
ith

m
atchbox
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m
ake the electrical connection by using the KR782105 

coupling sleeve (according to m
anual) or any suitable

connection com
partem

ent w
ith required protection

class (m
ax. dim

ensions: 25m
m

 x 30m
m

 x 120m
m

).

the cable gland  A
  m

ust not be opened!
place the coupling sleeve (or connection com

partem
ent)

in the m
atchbox, on the opposite side of the cable entrance in the m

atchbox

nam
e

up outdoor 8,4W
 LED

reference

KR982101/KR982102

voltage

230V

230V
up in-line outdoor 8,4W

 LED
KR982301/KR982302

nam
e

up outdoor 18,5W
 LED

reference

KR982121/KR982122

current

700m
A

700m
A

up in-line outdoor 18,5W
 LED

KR982321/KR982322

up outdoor 18,5W
 LED

, w
allw

asher
KR982181/KR982182

700m
A

700m
A

up in-line outdoor 18,5W
 LED

, w
allw

asher
KR982381/KR982382

A

m
ake the electrical connection w

ith the gear KR772730, 
m

ake sure to use a w
atertight connection. (cfr.KR782105)

O
r m

ake the electrical connection inside the IP66 box that is 
supplied w

ith the gear KR772732, KR772733 (install the gear 
inside the box according supplied m

anual), or any suitable 
gear in a suitable com

partem
ent w

ith the 
required protection class.

the cable gland  A
  m

ust not be opened!

in com
bination w

ith m
atchbox KR782104

A

in case of on/o�

in case of 1-10V dim
m

able

in case of dali dim
m

able (no touch dim
!)
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1-10V

IM
PO

RTA
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T
: check polarity of the LED

!!

+ and - at driver side m
ust m

atch
+ and - at LED

 side

+ = red w
ire

- = black w
ire

align the 3 screw
s in the fram

e w
ith 3 of the holes 

+ nuts in the m
atchbox

use the 3 screw
s to adjust the position of the fram

e,
until it is �ush w

ith the �oor

in case of up in-line outdoor



installation w
ith 

m
atchbox

installation in 
hollow

 �oor
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align the tw
o springs on the product w

ith the 
cut-outs in the fram

e

in case of w
allw

asher version, the orientation of the product is im
portant. A

lw
ays m

ake sure that
the lines in the w

allw
asher lens are parallel to the w

all that needs to be enligthed.

dim
ensions

install the product by clicking it into the fram
e

installation w
ith 

m
atchbox

installation w
ith 

m
atchbox
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up outdoor 18,5W
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up outdoor 
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W
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, w
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asher
KR982181/KR982182

up in-line outdoor 8,4W
 LED
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up in-line outdoor 18,5W
 LED

KR982321/KR982322

up in-line outdoor 18,5W
 LED

, w
allw

asher
KR982381/KR982382

place the IP66 box in the cavity of the m
atchbox

N
O

TE
: 

in case the gear is placed on rem
ote and is not 

included in the m
atchbox, the installation w

ill be sim
ilar 

to the installation explained under electrical connection 
of 8,4W

 LED

Take into account that in this case the polarity
of the LED

 is im
portant! 

+ and - at driver side m
ust m

atch + and - at LED
 side

+ = red w
ire

- = black w
ire

nam
e

reference

up outdoor 18W
,5 LED

, w
allw

asher
KR982181/KR982182

up in-line outdoor 18,5W
 LED

, w
allw

asher
KR982381/KR982382

in case of w
allw

asher

parallel



installation in 
hollow

 �oor

installation in 
hollow

 �oor

installation in 
hollow

 �oor

installation in 
hollow

 �oor

Sheet 4/5
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e

up outdoor 18,5W
 LED

reference

KR982121/KR982122

current

700m
A

700m
A

up in-line outdoor 18,5W
 LED

KR982321/KR982322

up outdoor 18,5W
 LED

, w
allw

asher
KR982181/KR982182

700m
A

700m
A

up in-line outdoor 18,5W
 LED

, w
allw

asher
KR982381/KR982382

install the product in the cut-out in the �oor

For the correct connection of the di�erent type of gears,
see page 2

A

in case of up outdoor 
nam

e

up outdoor 8,4W
 LED

reference

KR982101/KR982102

KR982121/KR982122
up outdoor 18,5W

 LED

KR982181/KR982182
up outdoor 18,5W

 LED
, w

allw
asher

m
ake the electrical connection by using the KR782105 coupling sleeve (according to m

anual) 
or any suitable connection com

partem
ent w

ith required protection class

the cable gland  A
  m

ust not be opened!

nam
e

up outdoor 8,4W
 LED

reference

KR982101/KR982102

voltage

230V

230V
up in-line outdoor 8,4W

 LED
KR982301/KR982302

m
ake the electrical connection w

ith the gear KR772730, m
ake sure to use a w

atertight 
connection. (cfr.KR782105). O

r m
ake the electrical connection inside the IP66 box that is 

supplied w
ith the gear KR772732, KR772733 (install the gear inside the box according supplied m

anual), or any suitable 
gear in a suitable com

partem
ent w

ith the required protection class.
the cable gland  A

  m
ust not be opened!

align the tw
o springs on the product 

w
ith the cut-outs in the fram

e
click the fram

e onto the product

electric connection in case of 8,4W
 LED

electric connection in case of 18,5W
 LED

A

in case of w
allw

asher version, the orientation of the product is im
portant. A

lw
ays m

ake sure that
the lines in the w

allw
asher lens are parallel to the w

all that needs to be enligthed.

in case of w
allw

asher

parallel



installation in 
hollow

 �oor

pictures
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KR8820001833 
revision date: 10/07/2013

in order to take the up back out the �oor: place the
delivered suction cup on the glass and pull the 
�xture out

w
hen installed in a m

atchbox, only the product
itself w

ithout the �nishing fram
e w

ill be pulled out 
w

hen installed in a m
atchbox, the product plus the �nishing fram

e
w

ill be pulled out of the cut-out all at once

in case of up (in-line) outdoor installed 
w

ith m
atchbox

in case of up (in-line) outdoor installed
in hollow

 �oor

6

rem
oval up

outdoor
5

kreon nv
w

w
w

.kreon.com
m
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kreon.be

Industriew
eg N

oord 1152
B 3660 O

pglabbeek
Belgium

Tel +32 89 81 97 80
Fax + 32 89 81 97 90 

in case the depth is 92m
m

, install the product 
in the cut-out of the �oor

in case the depth is > 92m
m

, �rst �ll out the depth untill
the correct depth of 92m

m
 is reached

in case of up in-line outdoor 
nam

e

up in-line outdoor 8,4W
 LED

reference

KR982301/KR982302

KR982321/KR982322
up in-line outdoor 18,5W

 LED

KR982381/KR982382
up in-line outdoor 18,5W

 LED
, w

allw
asher

D = 97mm

D > 97mm

PU
LL

PU
LL

in case of w
allw

asher version, the orientation of the product is im
portant. A

lw
ays m

ake sure that
the lines in the w

allw
asher lens are parallel to the w

all that needs to be enligthed.

in case of w
allw

asher

parallel


