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Applications Architectural spaces such as:

• Offices, high-end conference and board rooms

• Lobbies, public walkways, corridors

• Art galleries and exhibitions

• Residential homes and apartments

Product dimensions &

flexibility

• Available in colors black or white

• Product length is 250mm and diameter is 28mm

• The luminaire heads can be rotated 355° and placed in any 
random angle from 0° to 90°

• kreon esprit is a slim-lined spotlight with multiple adjustable 
lamp heads

Mounting • kreon esprit comes in three different types: free-standing, 
surface mounted or suspended with single or double lamp 
heads

• kreon esprit ceiling can be recessed mounted using the kreon 
down 80 trimless plasterkit

• kreon esprit floor is a free-standing luminaire with a square 
base in either white Carrara marble or natural blue steel

Color temperatures / 
CRI

• multiple adjustable lamp heads in 2700K and 3000K LED for 
both CRI80+ and CRI90+ standard for the entire product family

Controls / Dimming • 0-10 Volt as standard dimming protocol allowing for greater 
lighting control in your space

• Lutron, DMX, EldoLED and Phase protocols are available upon 
request

• Remote positioned control gear is located within the ceiling 
void and can operate either the single or twin headed models.

Optical system • Beam angles and lenses available in relation to chosen lighting 
modules 

ETL / UL • Tested and approved by either ETL or UL  
for installation in the US and Canada.


